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CONSTRUCTION DRAWINGS FOR

JOHN F. KENNEDY HIGH SCHOOL
BASEBALL, SOFTBALL AND TENNIS COURT IMPROVEMENTS

6715 GLORIA DRIVE

SACRAMENTO, CA 95831

SACRAMENTO CITY UNIFIED SCHOOL DISTRICT NO. 0525-470
VERDE DESIGN, INC PROJECT NO. 2304200

DSA APPLICATION NO. 02-121752
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1. PRIOR TO BIDDING, THE GENERAL CONTRACTOR SHALL VISIT & INSPECT THE SITE & FAMILIARIZE THEMSELVES WITH EXISTING CONDITIONS AFFECTING THE NEW WORK.  THE GENERAL CONTRACTOR SHALL NOT DISPUTE,
COMPLAIN OR ASSERT THAT THERE IS ANY MISUNDERSTANDING IN REGARDS TO LOCATION, EXTENT, NATURE OR AMOUNT OF WORK TO BE PERFORMED UNDER THIS CONTRACT DUE TO THE CONTRACTOR'S FAILURE TO
INSPECT THE SITE.  CONTRACTOR SHALL NOTIFY SACRAMENTO CITY UNIFIED SCHOOL DISTRICT'S REPRESENTATIVE OF ANY CONDITIONS, REQUIRING WORK, WHICH ARE NOT COVERED IN THE CONTRACT DOCUMENTS.

2. NO CONSTRUCTION SHALL COMMENCE WITHOUT THE OFFICIAL NOTICE TO PROCEED FROM THE SACRAMENTO CITY UNIFIED SCHOOL DISTRICT.
3. THE GENERAL CONTRACTOR & SUBCONTRACTORS ARE RESPONSIBLE FOR LOCATING & VERIFYING ALL EXISTING UNDERGROUND UTILITIES IN ALL AREAS OF NEW WORK PRIOR TO COMMENCEMENT OF EXCAVATION.

EXISTING UTILITIES SHOWN ON THE DRAWINGS ARE APPROXIMATE ROUTING LOCATIONS AS BEST DETERMINED FROM EXISTING DRAWINGS AND THE SCHOOL SACRAMENTO CITY UNIFIED SCHOOL DISTRICT, BUT SHOULD
NOT BE CONSTRUED TO REPRESENT ALL OF THE EXISTING UNDERGROUND UTILITIES.  THE CONTRACTOR SHALL POTHOLE ALL EXISTING UTILITIES THAT MAY BE AFFECTED BY NEW FACILITIES IN THIS CONTRACT.  VERIFY ACTUAL
LOCATION AND DEPTH OF UTILITIES, AND REPORT POTENTIAL CONFLICTS TO THE SACRAMENTO CITY UNIFIED SCHOOL DISTRICT'S REPRESENTATIVE PRIOR TO EXCAVATING FOR NEW FACILITIES.

4. CONTRACTOR SHALL TAKE ALL NECESSARY STEPS TO PROTECT ALL EXISTING UTILITIES, WHETHER SHOWN OR NOT, IN THE CONTRACT DOCUMENTS.  CONTRACTOR SHALL BE RESPONSIBLE FOR ALL DAMAGES TO EXISTING
UTILITIES CAUSED BY ITS OPERATIONS.

5. THE CONTRACTOR SHALL PROTECT ALL EXISTING ITEMS WITHIN SITE IMPROVEMENTS.  IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO REPAIR ALL DAMAGED AREAS TO THEIR ORIGINAL CONDITION OR BETTER AT
CONTRACTOR'S EXPENSE TO THE SATISFACTION OF THE SACRAMENTO CITY UNIFIED SCHOOL DISTRICT'S REPRESENTATIVE.

6. DIMENSIONS AND LOCATIONS OF EXISTING FACILITIES ARE APPROXIMATE AND SHALL BE FIELD VERIFIED BY CONTRACTOR.  ANY DISCREPANCIES SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE SACRAMENTO
CITY UNIFIED SCHOOL DISTRICT'S REPRESENTATIVE.

7. ALL WORK SHALL CONFORM TO THE LATEST EDITION OF THE CALIFORNIA BUILDING CODE, CALIFORNIA PLUMBING CODE, CALIFORNIA FIRE CODE AND ALL APPLICABLE STATE AND LOCAL CODES AND ORDINANCES, AS WELL
AS ADAPTED STANDARDS.

8. ALL NOTES ARE FOR GENERAL REFERENCE IN CONJUNCTION WITH, AND AS A SUPPLEMENT TO, THE WRITTEN SPECIFICATIONS AND DETAILS ASSOCIATED WITH THE CONTRACT DOCUMENTS.
9. THIS DRAWING SET SHALL BE USED IN CONJUNCTION WITH THE CSI FORMAT SPECIFICATIONS PUBLISHED IN BOOK FORM. COMBINED, THEY ARE HEREIN REFERRED TO AS THE "CONTRACT DOCUMENTS".
10. DIMENSIONS ON WORKING DRAWINGS TAKE PRECEDENCE OVER MEASURED ELEMENTS.  CONTRACTOR SHALL NOT SCALE DRAWINGS.
11. ALL TYPICAL DETAILS SHALL APPLY UNLESS NOTED OTHERWISE.
12. CONTRACTOR SHALL PROVIDE ADEQUATE DUST CONTROL AND KEEP MUD AND DEBRIS OFF THE PUBLIC RIGHT-OF-WAY AT ALL TIMES.
13. ALL TRENCHES AND EXCAVATIONS SHALL BE CONSTRUCTED IN STRICT COMPLIANCE WITH THE APPLICABLE SECTIONS OF CALIFORNIA AND FEDERAL O.S.H.A. REQUIREMENTS AND OTHER APPLICABLE SAFETY ORDINANCES.

CONTRACTOR SHALL BEAR FULL RESPONSIBILITY FOR TRENCH SHORING DESIGN AND INSTALLATION.
14. ANY ALTERATIONS OF EXISTING FACILITIES TO ACCOMMODATE THE INSTALLATION OF NEW WORK SHALL BE REVIEWED BY THE SACRAMENTO CITY UNIFIED SCHOOL DISTRICT'S REPRESENTATIVE PRIOR TO COMMENCING

WORK.
15. CONTRACTOR SHALL COORDINATE ALL WORK TO AVOID DISTURBING STUDENTS OR TEACHERS DURING SCHOOL HOURS.  ANY DISRUPTION OF THE UTILITIES MUST BE COORDINATED AND APPROVED BY THE SACRAMENTO

CITY UNIFIED SCHOOL DISTRICT'S REPRESENTATIVE AND INSPECTOR OF RECORD PRIOR TO COMMENCING WORK.
16. ALL TEMPORARY WORK SHALL BE CONSIDERED A PART OF THIS CONTRACT AND NO EXTRA CHARGES WILL BE ALLOWED.  THIS SHALL INCLUDE MINOR ITEMS OF MATERIAL OR EQUIPMENT NECESSARY TO MEET THE

REQUIREMENTS AND INTENT OF THE PROJECT.
17. THE PLANS AND SPECIFICATIONS DO NOT UNDERTAKE TO SHOW OR LIST EVERY ITEM TO BE PROVIDED, BUT RATHER TO DEFINE THE REQUIREMENTS FOR A FULL AND WORKING SYSTEM FROM THE STANDPOINT OF THE END

USER.  FOR THIS REASON, WHEN AN ITEM NOT SHOWN OR LISTED IS CLEARLY NECESSARY FOR PROPER CONTROL/OPERATION OF EQUIPMENT WHICH IS SHOWN OR LISTED, THE CONTRACTOR SHALL PROVIDE AN ITEM
WHICH WILL ALLOW THE SYSTEM TO FUNCTION PROPERLY AT NO INCREASE IN PRICE.

18. ALL CONTRACTORS SHALL REMOVE TRASH AND DEBRIS STEMMING FROM THEIR WORK ON A DAILY BASIS.  PROJECT SITE SHALL BE MAINTAINED IN A CLEAN AND ORDERLY CONDITION.
19. THE DETAILS REFLECT THE DESIGN INTENT FOR TYPICAL CONDITIONS.  THE CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AND SHALL INCLUDE, IN HIS SCOPE, THE COST FOR COMPLETE FINISHED INSTALLATIONS,

INCLUDING ANOMALIES, OF ALL TRADES.
20. NO WORK SHALL COMMENCE WITH UNAPPROVED MATERIALS.  ANY WORK DONE WITH UNAPPROVED MATERIALS AND EQUIPMENT IS AT THE CONTRACTOR'S RISK AND IS SUBJECT TO REJECTION AND REPLACEMENT.  SEE

SPECIFICATIONS FOR SUBMITTAL AND SUBSTITUTION REQUIREMENTS.
21. CONSTRUCTION MATERIALS STORED ON THE SITE SHALL BE PROPERLY STACKED AND PROTECTED SO AS TO PREVENT DAMAGE OR DETERIORATION UNTIL USED.  FAILURE IN THIS REGARD MAY BE CAUSE FOR REJECTION OF

MATERIAL AND/OR WORK.
22. ALL EQUIPMENT SHALL BE FABRICATED FROM FIELD VERIFIED DIMENSIONS AND APPROVED SHOP DRAWINGS.  COORDINATE MECHANICAL, PLUMBING AND ELECTRICAL EQUIPMENT.
23. CONTRACTOR SHALL PERFORM THEIR CONSTRUCTION AND OPERATIONS IN A MANNER WHICH WILL NOT ALLOW HARMFUL POLLUTANTS TO ENTER THE STORM DRAIN SYSTEM.  TO ENSURE COMPLIANCE, THE CONTRACTOR

SHALL IMPLEMENT THE APPROPRIATE BEST MANAGEMENT PRACTICE (BMP) AS OUTLINED IN THE BROCHURES ENTITLED "BEST MANAGEMENT PRACTICE FOR THE CONSTRUCTION INDUSTRY" ISSUED BY THE CALIFORNIA STORM
WATER QUALITY ASSOCIATION, NONPOINT SOURCE POLLUTION CONTROL PROGRAM, TO SUIT THE CONSTRUCTION SITE AND JOB CONDITION.  THE CONTRACTOR SHALL PRESENT THEIR PROPOSED BMP AT THE
PRECONSTRUCTION MEETING FOR DISCUSSION AND APPROVAL.

24. CONTRACTOR SHALL PROVIDE TEMPORARY CONSTRUCTION FENCING PER CONTRACT DOCUMENTS TO SERVE LIMIT OF WORK AREAS.  FENCING MAY BE ADJUSTED DURING CONSTRUCTION BASED ON CONSTRUCTION
SEQUENCE OR SACRAMENTO CITY UNIFIED SCHOOL DISTRICT REPRESENTATIVE'S DIRECTION.

25. OVERNIGHT PARKING OF CONSTRUCTION EQUIPMENT IN THE STREET RIGHT-OF-WAY SHALL NOT BE PERMITTED.

ORGANIZATION NAME PHONE

OWNER
SACRAMENTO CITY CHRIS RALSTON (916) 395-9230
UNIFIED SCHOOL DISTRICT

CIVIL ENGINEER/ LANDSCAPE ARCHITECT
VERDE DESIGN INC. CHRIS SULLIVAN (916) 996-5525

MARK BAGINSKI (408) 850-3411

ELECTRICAL ENGINEER
AMERICAN CONSULTING ENGINEERS SAMMY FERNANDEZ (408) 236-2312
ELECTRICAL INC.

STRUCTURAL ENGINEER
AKH STRUCTURAL ENGINEERS TIM HYDE (408) 978-1970

CONTACT INFORMATION

SHEET INDEX

SCOPE OF WORK TO INCLUDE: REMOVAL OF EXISTING VARSITY BASEBALL AND SOFTBALL BACKSTOPS, DUGOUTS AND FENCING. SITE RELOCATION FOR NATURAL
TURF BASEBALL AND SOFTBALL FIELDS. IMPROVEMENTS AT THE BASEBALL AND SOFTBALL FIELDS TO INCLUDE CONSTRUCTION OF NEW 30' TALL CHAIN LINK
BACKSTOPS WITH 30' TALL NETTING, HOME CMU DUGOUTS WITH STORAGE ROOM. VISITOR DUGOUTS TO BE CHAIN LINK FENCE WITH SLOPED METAL ROOF.
SINGLE STATION BULLPENS FOR BOTH HOME AND VISITORS AT EACH FIELD. SINGLE BATTING CAGE STATION WITH SLOPED METAL ROOF AND LIGHTING FOR
EACH FIELD.  EACH FIELD ALSO RECEIVES A NEW SCOREBOARD, FLAG POLE AND PERIMETER FENCING WITH FOUL POLES. INSTALLATION OF PRE-ENGINEERED
RESTROM BUILDING, ASSOCIATED HARDSCAPE, FENCING, LANDSCAPE, DRINKING FOUNTAINS, SITE UTILITIES, ELECTRICAL, NEW BOOSTER PUMP, IRRIGATION, AND
ACCESSIBILITY PATH OF TRAVEL UPGRADES. REPAIRING CRACKS AND RESURFACING OF (6) TENNIS COURTS.

SCOPE OF WORK

PROJECT MAPS

VICINITY MAP

SITE MAP

NOT TO SCALE

NORTH

NOT TO SCALE

NORTH

APPLICABLE CODES

C0.0

( Sheets)

PROJECT SITE

LIMIT OF WORK

PROJECT STAGING

ALL IDEAS, DESIGNS, ARRANGEMENTS, AND PLANS INDICATED OR
REPRESENTED BY THIS DRAWING ARE OWNED BY AND THE PROPERTY
OF VERDE DESIGN, INC., AND WERE CREATED, EVOLVED, AND
DEVELOPED FOR USE ON AND IN CONNECTION WITH THE SPECIFIED
PROJECT. NONE OF SUCH IDEAS, DESIGNS, ARRANGEMENTS OR
PLANS SHALL BE USED, REPRODUCED, OR PUBLISHED BY ANY METHOD
IN WHOLE OR IN PART, OR DISCLOSED TO ANY PERSON, FIRM OR
CORPORATION FOR ANY PURPOSE WHATSOEVER WITHOUT
WRITTEN PERMISSION OF VERDE DESIGN, INC. 

DSA SUPPLEMENTARY CONDITIONS
1. FABRICATION AND INSTALLATION OF DEFERRED SUBMITTAL ITEMS SHALL NOT BE STARTED UNTIL CONTRACTOR’S DRAWINGS, SPECIFICATIONS, AND ENGINEERING CALCULATIONS FOR THE ACTUAL SYSTEMS TO BE INSTALLED

HAVE BEEN ACCEPTED AND SIGNED BY THE ARCHITECT OR STRUCTURAL ENGINEER AND APPROVED BY THE DSA. LIST DEFERRED SUBMITTAL ITEMS FOR THIS PROJECT.
2. CHANGES TO THE APPROVED DRAWINGS AND SPECIFICATIONS SHALL BE MADE BY AN ADDENDUM OR A CONSTRUCTION CHANGED DOCUMENT (CCD) APPROVED BY THE DIVISION OF THE STATE ARCHITECT PRIOR TO

FABRICATION AND INSTALLATION, AS REQUIRED BY SECTION 4-338, PART 1, TITLE 24, CCR AND DSA IR-6.
3. A “DSA CERTIFIED” PROJECT INSPECTOR EMPLOYED BY THE DISTRICT (OWNER) AND APPROVED BY THE DSA SHALL PROVIDE CONTINUOUS INSPECTION OF THE WORK. THE DUTIES OF THE INSPECTOR ARE DEFINED IN SECTION

4-342, PART 1, TITLE 24, CCR. A MINIMUM CLASS 2 PROJECT INSPECTOR IS REQUIRED.
4. A DSA ACCEPTED TESTING LABORATORY DIRECTLY EMPLOYED BY THE DISTRICT (OWNER) SHALL CONDUCT ALL THE REQUIRED TESTS AND INSPECTIONS FOR THE PROJECT.
5. THE INTENT OF THESE DRAWINGS AND SPECIFICATIONS IS THAT THE WORK OF THE ALTERATION, REHABILITATION OR RECONSTRUCTION IS TO BE IN ACCORDANCE WITH TITLE 24, CCR. SHOULD ANY EXISTING CONDITIONS

SUCH AS DETERIORATION OR NON-COMPLYING CONSTRUCTION BE DISCOVERED WHICH IS NOT COVERED BY THE CONTRACT DOCUMENTS WHEREIN THE FINISHED WORK WILL NOT COMPLY WITH TITLE 24, CCR, A
CONSTRUCTION CHANGE DOCUMENT (CCD), OR A SEPARATE SET OF PLANS AND SPECIFICATIONS, DETAILING AND SPECIFYING THE REQUIRED WORK SHALL BE SUBMITTED TO AND APPROVED BY DSA BEFORE PROCEEDING
WITH THE WORK. (SECTION 4-317(C), PART 1, TITLE 24, CCR)

6. GRADING PLANS, DRAINAGE IMPROVEMENTS, ROAD AND ACCESS REQUIREMENTS AND ENVIRONMENTAL HEALTH CONSIDERATIONS SHALL COMPLY WITH ALL LOCAL ORDINANCES.
7. THE PROJECT WILL BE COMPLIANT WITH CFC CH. 33 - FIRE SAFETY DURING CONSTRUCTION AND DEMOLITION

1. LIST OF APPLICABLE CODES

2022 California Administrative Code (CAC), Part 1, Title 24 CCR
2022 California Building Code (CBC), Part 2, Title 24 CCR
2022 California Electrical Code (CEC), Part 3, Title 24 CCR
2022 California Mechanical Code (CMC), Part 4, Title 24 CCR
2022 California Plumbing Code (CPC), Part 5, Title 24 CCR
2022 California Energy Code, Part 6, Title 24 CCR
2022 California Fire Code (CFC), Part 9, Title 24 CCR
2022 California Existing Building Code (CEBC), Part 10, Title 24 CCR
2022 California Green Building Standards Code (CALGreen), Part 11, Title 24 CCR
2022 California Referenced Standards Code, Part 12, Title 24 CCR
Title 19 CCR, Public Safety, State Fire Marshal Regulations

APPLICABLE STANDARDS
For a list of applicable standards, including California amendments to the NFPA Standards, refer to CBC Chapter 35 and CFC Chapter 80.

2. ALL EXISTING FIRE EXTINGUISHING SYSTEMS ARE IN COMPLIANCE WITH UL 300, CBC 904.11, CFC 904.11.

3. CALIFORNIA ENERGY CODE SECTION 10-103 REQUIRES ACCEPTANCE TESTING ON ALL NEWLY INSTALLED LIGHTING CONTROLS, MECHANICAL SYSTEMS, ENVELOPES AND
PROCESS EQUIPMENT AFTER INSTALLATION AND BEFORE PROJECT COMPLETION. AN ACCEPTANCE TEST IS A FUNCTIONAL PERFORMANCE TEST TO HELP ENSURE THAT NEWLY
INSTALLED EQUIPMENT IS OPERATING AND IN COMPLIANCE WITH THE ENERGY CODE. LIGHTING CONTROLS ACCEPTANCE TESTS MUST E PERFORMED BY A CERTIFIED
LIGHTING CONTROLS ACCEPTANCE TEST TECHNICIAN (ATT). MECHANICAL SYSTEM ACCEPTANCE TESTS MUST BE PERFORMED BY A CERTIFIED MECHANICAL ATT FOR PROJECTS
SUBMITTED ON OR AFTER OCTOBER 1, 2021. ENVELOPE AND PROCESS EQUIPMENT ACCEPTANCE TESTS SHALL BE PERFORMED BY THE INSTALLING CONTRACTOR,

ENGINEER/ARCHITECT OF RECORD OR THE OWNER'S AGENT. A LISTING OF CERTIFIED ATT CAN BE FOUND AT:

https://www.energy.ca.gov/programs-and-topics/programs/acceptance-test-technician-certification-provider-program/acceptance.  THE ACCEPTANCE TESTING PROCEDURES

MUST BE REPEATED, AND DEFICIENCIES MUST BE CORRECTED BY THE BUILDER OR INSTALLING CONTRACTOR UNTIL THE CONSTRUCTION/INSTALLATION OF THE SPECIFIED
SYSTEMS CONFORM AND PASS THE REQUIRED ACCEPTANCE CRITERIA. PROJECT INSPECTORS WILL COLLECT THE FORMS TO CONFIRM THAT THE REQUIRED ACCEPTANCE TESTS
HAVE BEEN COMPLETED.
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LANDSCAPE
C0.0 COVER SHEET
L0.1 ACCESSIBILITY PLAN
L0.2 ACCESSIBILITY PLAN
L0.3 FIRE, LIFE, AND SAFETY PLAN
L1.1 EXISTING CONDITIONS AND SURVEY PLAN - VARSITY

SOFTBALL FIELD
L1.2 EXISTING CONDITIONS AND SURVEY PLAN - VARSITY

BASEBALL FIELD
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L2.1 EROSION AND SEDIMENT CONTROL PLAN - VARSITY
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L2.4 EROSION AND SEDIMENT CONTROL PLAN - ACCESS
L3.1 DEMOLITION PLAN - VARSITY SOFTBALL FIELD
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L3.3 DEMOLITION PLAN - JV FIELDS AND TENNIS COURTS
L3.4 DEMOLITION PLAN - ACCESS
L4.1 GRADING PLAN - VARSITY SOFTBALL FIELD
L4.2 GRADING PLAN - VARSITY BASEBALL FIELD
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L4.4 GRADING PLAN - ACCESS
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FIELD
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L6.3 LAYOUT PLAN - JV FIELDS AND TENNIS COURTS
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L7.2 MATERIAL AND DETAIL REFERENCE PLAN - VARSITY
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L8.1 IRRIGATION PLAN - VARSITY SOFTBALL FIELD
L8.2 IRRIGATION PLAN - VARSITY BASEBALL FIELD
L8.3 IRRIGATION PLAN - JV FIELDS AND TENNIS COURTS
L8.4 IRRIGATION PLAN -  ACCESS
L9.1 PLANTING PLAN - VARSITY BASEBALL FIELD
L9.2 PLANTING PLAN - VARSITY SOFTBALL FIELD
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L9.4 PLANTING PLAN - ACCESS
D1.1 DRAINAGE AND UTILITY DETAILS
D1.2 DRAINAGE AND UTILITY DETAILS
D2.1 CONSTRUCTION DETAILS - HARDSCAPE
D3.1 ACCESSIBILITY DETAILS
D4.1 FENCING DETAILS
D4.2 FENCING DETAILS
D4.3 FENCING DETAILS
D5.1 CONSTRUCTION DETAILS - BALL FIELDS
D5.2 CONSTRUCTION DETAILS - BASEBALL
D5.3 CONSTRUCTION DETAILS - SOFTBALL
D5.4 CONSTRUCTION DETAILS - HOME DUGOUT
D6.1 PLANTING AND IRRIGATION DETAILS
D6.2 PLANTING AND IRRIGATION DETAILS

STRUCTURAL
S1.1 STRUCTURAL NOTES & MATERIAL GRADES
S2.1 DUGOUT - STORAGE ON LEFT - PLANS, SECTIONS,

ELEVATIONS & DETAILS
S2.2 DUGOUT - STRUCTURAL DETAILS
S8.1 BB & SB FIELDS- SITE STRUCTURES FOUNDATION 

DETAILS
S8.2 BB & SB FIELDS SITE STRUCTURES FOUNDATION 

DETAILS

ELECTRICAL
E0.1 ELECTRICAL SYMBOLS, ABBREVIATIONS, NOTES AND

SCHEDULE
E1.0 ELECTRICAL DEMO SITE PLAN
E1.1 ELECTRICAL OVERALL SITE PLAN
E2.1 ELECTRICAL ENLARGED BASEBALL AND SOFTBALL SITE

PLAN - NEW
E3.1 ELECTRICAL PLAN - DUGOUTS (SOFTBALL)
E3.2 ELECTRICAL PLAN - DUGOUTS (BASEBALL)
E3.3 ELECTRICAL PLAN - BATTING CAGE (BASEBALL &

SOFTBALL)
E5.1 ELECTRICAL SINGLE LINE DIAGRAM
E7.1 ELECTRICAL DETAILS
E7.2 ELECTRICAL DETAILS
E7.3 ELECTRICAL DETAILS
E7.4 ELECTRICAL DETAILS

NEVCO SCOREBOARD
SB0.1 COVER SHEET
SB0.2 STRUCTURAL NOTES
SB2.2 TWO COLUMN CAISSON - BOLTED
SB5.1 ATTACHMENT DETAILS

RESTROOM BUILDING

G0 TITLE SHEET/REVISION & SHEET LAYOUT

G1 GENERAL NOTES/SYMBOL LEGEND
G2 DESIGN CRITERIA AND CODE SUMMARY
G3 DESIGN CRITERIA AND CODE SUMMARY
A1.1 FLOOR PLAN
A1.2 ADA CLEARANCES
A1.3 INTERIOR ELEVATIONS VIEWS
A2.1 EXTERIOR ELEVATION VIEWS
A2.2 EXTERIOR ELEVATION VIEWS
A3.1 SECTION VIEWS

A4.1 WALL FINISH SCHEDULE (INTERIOR/EXTERIOR)
A5.1 DOOR SCHEDULE
A5.2 DOOR DETAILS
A6.1 VENT SCHEDULE & DETAILS
S7.1 FOUNDATION PLAN
S7.2 FOUNDATION DETAILS
S7.3 FOUNDATION DETAILS
S7.4 FOUNDATION DETAILS
S8.1 STRUCTURAL CMU PLAN
S8.2 STRUCTURAL CMU REBAR LAYOUT
S8.3 STRUCTURAL CMU DETAILS
S8.4 STRUCTURAL CMU ELEVATIONS
S9.1 ROOF FRAMING PLAN
S10.1 ROOF CONNECTION DETAILS
S10.2 ROOF CONNECTION DETAILS
S10.3  ROOF CONNECTION DETAILS
R1 ROOFING PLAN
R2 ROOFING DETAILS
P1 PLUMBING SCHEDULE
P2 PLUMBING PLAN
E1 ELECTRICAL SCHEDULE
E2 ELECTRICAL PLAN
E3 ELECTRICAL RISER DETAILS
E4 ELECTRICAL PANEL DETAILS
E5 TITLE 25 DOCUMENTS
E6 TITLE 25 DOCUMENTS
E7 TITLE 25 DOCUMENTS
E8 TITLE 25 DOCUMENTS
E9 TITLE 25 DOCUMENTS
E10 TITLE 25 DOCUMENTS
E11 TITLE 25 DOCUMENTS
E12 TITLE 25 DOCUMENTS
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SIGNATURE DATE
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ADDITIVE ALTERNATE #01: REMOVE AND DISPOSE OF IN A LEGAL MANNER EXISTING CHAIN LINK FENCE FABRIC AT TENNIS COURTS.  EXISTING POLE AND HARDWARE TO BE
PAINTED BLACK AND NEW BLACK VINYL CHAIN LINK FENCE FABRIC TO BE INSTALLED.

BID ADDITIVE ALTERNATES
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ACCESSIBILITY PLAN NOTES

SYMSYM DESCRIPTION

PROJECT LIMIT OF WORK

PROPOSED DRINKING FOUNTAIN - WALL MOUNTDFD

ACCESSIBILITY LEGEND

SYMSYM DESCRIPTION

ACCESSIBILITY LEGEND

PROPOSED FIRE HYDRANT

EXISTING PEDESTRIAN ACCESS (02-120928). THE IOR SHALL INSPECT AND VERIFY THE
EXISTING CONDITIONS ARE COMPLIANT. IF NOT COMPLIANT CONTRACTOR SHALL
MAKE CORRECTIONS TO BRING THEM TO CURRENT CODE.

PROPOSED PEDESTRIAN ACCESS

1. ACCESSIBLE PATH OF TRAVEL AS INDICATED ON PLAN IS A BARRIER-FREE ACCESS ROUTE WITHOUT ANY

ABRUPT LEVEL CHANGES EXCEEDING 1/2" BEVELED AT 1:2 MAXIMUM SLOPE, OR VERTICAL LEVEL

CHANGES NOT EXCEEDING 1/4" MAXIMUM, AND IS AT LEAST 48" WIDE.  SURFACE IS SLIP-RESISTANT,
STABLE, FIRM, AND SMOOTH.  CROSS SLOPE DOES NOT EXCEED 2%, AND SLOPE IN THE DIRECTION OF
TRAVEL IS LESS THAN 5% UNLESS OTHERWISE NOTED. ACCESSIBLE PATH OF TRAVEL SHALL BE
MAINTAINED FREE OF OVERHANGING OBSTRUCTIONS TO 80" MINIMUM AND FROM OBJECTS
PROTRUDING MORE THAN 4" FROM WALL BETWEEN 27" AND 80" AFF.  ARCHITECT SHALL VERIFY THAT
THERE ARE NO BARRIERS IN THE PATH OF TRAVEL.

2. CONTRACTOR SHALL VERIFY THAT ALL BARRIERS IN THE PATH OF TRAVEL HAVE BEEN REMOVED, OR
WILL BE REMOVED, UNDER THIS PROJECT, AND THAT THE PATH OF TRAVEL COMPLIES WITH CBC
SECTION 11B.

3. CONTRACTOR TO ENSURE ACCESS THROUGH CAMPUS BY PROVIDING STRATEGIC CONSTRUCTION
FENCING AND TRENCH LIDS AT APPROPRIATE LOCATIONS. VERIFY LOCATIONS WITH OWNER
REPRESENTATIVE. SCHEDULE TRENCHING TO BE COMPLETED DURING PERIODS OF LEAST INTERRUPTION
FOR CAMPUS USE.

4. THE INTENT OF THE DRAWINGS AND SPECIFICATIONS IS TO MODIFY THE FACILITY FOR ACCESSIBILITY IN
ACCORDANCE WITH TITLE 24, CALIFORNIA CODE OF REGULATIONS.  SHOULD ANY CONDITIONS
DEVELOP THAT ARE NOT COVERED BY THE CONTRACT DOCUMENTS SUCH THAT THE FINISHED WORK
WILL NOT COMPLY WITH TITLE 24, A CONSTRUCTION CHANGE DIRECTIVE (CCD) DETAILING AND
SPECIFYING THE WORK REQUIRED TO BRING CONDITIONS INTO COMPLIANCE WITH TITLE 24 SHALL BE
SUBMITTED TO AND APPROVED BY DSA BEFORE PROCEEDING WITH THE WORK.

DESIGN PROFESSIONAL IN GENERAL RESPONSIBLE CHARGE STATEMENT:
THE POT IDENTIFIED IN THESE CONSTRUCTION DOCUMENTS IS COMPLIANT WITH CURRENT APPLICABLE
CALIFORNIA BUILDING CODE ACCESSIBILITY PROVISIONS FOR PATH OF TRAVEL REQUIREMENTS AND
STRUCTURAL REPAIRS. AS PART OF THE DESIGN OF THIS PROJECT, THE POT WAS EXAMINED AND ANY
ELEMENTS, COMPONENTS OR PORTION OF THE POT THAT WERE DETERMINED TO BE NONCOMPLIANT 1)
HAVE BEEN IDENTIFIED AND 2) THE CORRECTIVE WORK NECESSARY TO BRING THEM INTO COMPLIANCE HAS
BEEN INCLUDED WITHIN THE SCOPE OF THIS PROJECT'S WORK THROUGH DETAILS, DRAWINGS AND
SPECIFICATIONS INCORPORATED INTO THESE CONSTRUCTION DOCUMENTS. ANY NONCOMPLIANT
ELEMENTS, COMPONENTS OR PORTION OF THE POT THAT WILL NOT BE CORRECTED BY THIS PROJECT BASED
ON VALUATION THRESHOLD LIMITATIONS OR A FINDING OF UNREASONABLE HARDSHIP ARE SO INDICATED
IN THESE CONSTRUCTION DOCUMENTS.

DURING CONSTRUCTION, IF POT ITEMS WITHIN THE SCOPE OF THE PROJECT REPRESENTED AS CODE
COMPLIANT ARE FOUND TO BE NONCONFORMING BEYOND REASONABLE CONSTRUCTION TOLERANCES,
THEY SHALL BE BROUGHT INTO COMPLIANCE WITH THE CBC AS PART OF THIS PROJECT BY MEANS OF A
"CONSTRUCTION CHANGE DOCUMENT" (FORM DSA 140).

L

D1.1

K

D1.1

ACCESSIBLE PARKING STALLS (DSA 02-120928). THE IOR SHALL INSPECT AND
VERIFY THE EXISTING CONDITIONS ARE COMPLIANT. IF NOT COMPLIANT
CONTRACTOR SHALL MAKE CORRECTIONS TO BRING THEM TO CURRENT CODE.

#A

ACCESSIBLE VAN PARKING STALLS (DSA 02-120928). THE IOR SHALL INSPECT AND
VERIFY THE EXISTING CONDITIONS ARE COMPLIANT. IF NOT COMPLIANT
CONTRACTOR SHALL MAKE CORRECTIONS TO BRING THEM TO CURRENT CODE.

#V

1 EXISTING TOW AWAY SIGN

G1

G2

G3a

G4

PROPOSED DRINKING FOUNTAIN - PEDESTALDF

D

D1.2

2

TRUNCATED DOMES (RECESSED)3
A

D3.1

DTL

DTL

G5

N

RE-STRIPE ADA STALL
F

D3.1

G6

A

D4.2
42" TALL x 4' WIDE CHAIN LINK SWING GATE

6' TALL x 4' WIDE DOUBLE SWING GATE WITH PANIC HARDWARE

6' TALL x 12' WIDE DOUBLE SWING GATE
(WITH OR WITHOUT SLATS)

C

D4.2

D

D4.2

A

D4.2

E

D4.2
6' TALL x 20' WIDE DOUBLE SWING GATE

6' TALL x 4' WIDE SWING GATE WITH PANIC HARDWARE
B

D4.2

E

D4.2
6' TALL x 24' WIDE DOUBLE SWING GATE

PROPOSED RESTROOM BUILDING, REFER TO ROMTEC PLANS4
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PARKING AT WEST PARKING LOT (DSA # 02-120928)
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SYMSYM DESCRIPTION

ACCESSIBILITY LEGEND
DTL

G7

G8

G9

8' TALL x 4' WIDE CHAIN LINK SWING GATE WITH TRANSOM

NOT USED

G

D4.2

8' TALL x 4' WIDE CHAIN LINK SWING GATE WITH NETTING
F

D4.2

EXISTING PEDESTRIAN GATE - 8' TALL x 4' WIDEG10

THE IOR SHALL INSPECT AND VERIFY THE EXISTING CONDITIONS ARE COMPLIANT. IF NOT
COMPLIANT CONTRACTOR SHALL MAKE CORRECTIONS TO BRING THEM TO CURRENT CODE. G3b 8' TALL x 4' WIDE DOUBLE SWING GATE WITH PANIC HARDWARE
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ACCESSIBILITY PLAN NOTES

SYMSYM DESCRIPTION

PROJECT LIMIT OF WORK

PROPOSED DRINKING FOUNTAIN - WALL MOUNTDFD

ACCESSIBILITY LEGEND

SYMSYM DESCRIPTION

ACCESSIBILITY LEGEND

PROPOSED FIRE HYDRANT

EXISTING PEDESTRIAN ACCESS (02-120928). THE IOR SHALL INSPECT AND VERIFY THE
EXISTING CONDITIONS ARE COMPLIANT. IF NOT COMPLIANT CONTRACTOR SHALL
MAKE CORRECTIONS TO BRING THEM TO CURRENT CODE.

PROPOSED PEDESTRIAN ACCESS

1. ACCESSIBLE PATH OF TRAVEL AS INDICATED ON PLAN IS A BARRIER-FREE ACCESS ROUTE WITHOUT ANY

ABRUPT LEVEL CHANGES EXCEEDING 1/2" BEVELED AT 1:2 MAXIMUM SLOPE, OR VERTICAL LEVEL

CHANGES NOT EXCEEDING 1/4" MAXIMUM, AND IS AT LEAST 48" WIDE.  SURFACE IS SLIP-RESISTANT,
STABLE, FIRM, AND SMOOTH.  CROSS SLOPE DOES NOT EXCEED 2%, AND SLOPE IN THE DIRECTION OF
TRAVEL IS LESS THAN 5% UNLESS OTHERWISE NOTED. ACCESSIBLE PATH OF TRAVEL SHALL BE
MAINTAINED FREE OF OVERHANGING OBSTRUCTIONS TO 80" MINIMUM AND FROM OBJECTS
PROTRUDING MORE THAN 4" FROM WALL BETWEEN 27" AND 80" AFF.  ARCHITECT SHALL VERIFY THAT
THERE ARE NO BARRIERS IN THE PATH OF TRAVEL.

2. CONTRACTOR SHALL VERIFY THAT ALL BARRIERS IN THE PATH OF TRAVEL HAVE BEEN REMOVED, OR
WILL BE REMOVED, UNDER THIS PROJECT, AND THAT THE PATH OF TRAVEL COMPLIES WITH CBC
SECTION 11B.

3. CONTRACTOR TO ENSURE ACCESS THROUGH CAMPUS BY PROVIDING STRATEGIC CONSTRUCTION
FENCING AND TRENCH LIDS AT APPROPRIATE LOCATIONS. VERIFY LOCATIONS WITH OWNER
REPRESENTATIVE. SCHEDULE TRENCHING TO BE COMPLETED DURING PERIODS OF LEAST INTERRUPTION
FOR CAMPUS USE.

4. THE INTENT OF THE DRAWINGS AND SPECIFICATIONS IS TO MODIFY THE FACILITY FOR ACCESSIBILITY IN
ACCORDANCE WITH TITLE 24, CALIFORNIA CODE OF REGULATIONS.  SHOULD ANY CONDITIONS
DEVELOP THAT ARE NOT COVERED BY THE CONTRACT DOCUMENTS SUCH THAT THE FINISHED WORK
WILL NOT COMPLY WITH TITLE 24, A CONSTRUCTION CHANGE DIRECTIVE (CCD) DETAILING AND
SPECIFYING THE WORK REQUIRED TO BRING CONDITIONS INTO COMPLIANCE WITH TITLE 24 SHALL BE
SUBMITTED TO AND APPROVED BY DSA BEFORE PROCEEDING WITH THE WORK.

DESIGN PROFESSIONAL IN GENERAL RESPONSIBLE CHARGE STATEMENT:
THE POT IDENTIFIED IN THESE CONSTRUCTION DOCUMENTS IS COMPLIANT WITH CURRENT APPLICABLE
CALIFORNIA BUILDING CODE ACCESSIBILITY PROVISIONS FOR PATH OF TRAVEL REQUIREMENTS AND
STRUCTURAL REPAIRS. AS PART OF THE DESIGN OF THIS PROJECT, THE POT WAS EXAMINED AND ANY
ELEMENTS, COMPONENTS OR PORTION OF THE POT THAT WERE DETERMINED TO BE NONCOMPLIANT 1)
HAVE BEEN IDENTIFIED AND 2) THE CORRECTIVE WORK NECESSARY TO BRING THEM INTO COMPLIANCE HAS
BEEN INCLUDED WITHIN THE SCOPE OF THIS PROJECT'S WORK THROUGH DETAILS, DRAWINGS AND
SPECIFICATIONS INCORPORATED INTO THESE CONSTRUCTION DOCUMENTS. ANY NONCOMPLIANT
ELEMENTS, COMPONENTS OR PORTION OF THE POT THAT WILL NOT BE CORRECTED BY THIS PROJECT BASED
ON VALUATION THRESHOLD LIMITATIONS OR A FINDING OF UNREASONABLE HARDSHIP ARE SO INDICATED
IN THESE CONSTRUCTION DOCUMENTS.

DURING CONSTRUCTION, IF POT ITEMS WITHIN THE SCOPE OF THE PROJECT REPRESENTED AS CODE
COMPLIANT ARE FOUND TO BE NONCONFORMING BEYOND REASONABLE CONSTRUCTION TOLERANCES,
THEY SHALL BE BROUGHT INTO COMPLIANCE WITH THE CBC AS PART OF THIS PROJECT BY MEANS OF A
"CONSTRUCTION CHANGE DOCUMENT" (FORM DSA 140).
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K

D1.1

ACCESSIBLE PARKING STALLS (DSA 02-120928). THE IOR SHALL INSPECT AND
VERIFY THE EXISTING CONDITIONS ARE COMPLIANT. IF NOT COMPLIANT
CONTRACTOR SHALL MAKE CORRECTIONS TO BRING THEM TO CURRENT CODE.

#A

ACCESSIBLE VAN PARKING STALLS (DSA 02-120928). THE IOR SHALL INSPECT AND
VERIFY THE EXISTING CONDITIONS ARE COMPLIANT. IF NOT COMPLIANT
CONTRACTOR SHALL MAKE CORRECTIONS TO BRING THEM TO CURRENT CODE.
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A

D4.2
42" TALL x 4' WIDE CHAIN LINK SWING GATE

6' TALL x 4' WIDE DOUBLE SWING GATE WITH PANIC HARDWARE

6' TALL x 12' WIDE DOUBLE SWING GATE
(WITH OR WITHOUT SLATS)

C

D4.2

D

D4.2
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D4.2

E

D4.2
6' TALL x 20' WIDE DOUBLE SWING GATE

6' TALL x 4' WIDE SWING GATE WITH PANIC HARDWARE
B

D4.2

E

D4.2
6' TALL x 24' WIDE DOUBLE SWING GATE

PROPOSED RESTROOM BUILDING, REFER TO ROMTEC PLANS4
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#A #V (e)
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PARKING AT WEST PARKING LOT (DSA # 02-120928)

#A

SYMSYM DESCRIPTION

ACCESSIBILITY LEGEND
DTL
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G9

8' TALL x 4' WIDE CHAIN LINK SWING GATE WITH TRANSOM

NOT USED

G

D4.2

8' TALL x 4' WIDE CHAIN LINK SWING GATE WITH NETTING
F

D4.2

EXISTING PEDESTRIAN GATE - 8' TALL x 4' WIDEG10

THE IOR SHALL INSPECT AND VERIFY THE EXISTING CONDITIONS ARE COMPLIANT. IF NOT
COMPLIANT CONTRACTOR SHALL MAKE CORRECTIONS TO BRING THEM TO CURRENT CODE. G3b 8' TALL x 4' WIDE DOUBLE SWING GATE WITH PANIC HARDWARE
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0' 25' 50' 100' 150'

BASEBALL AREA
(INCLUDING DUGOUTS) 60

TOTAL OCCUPANCY LOAD = 60 PEOPLE
REQUIRED SAFE DISPERSAL AREA:  60 X 5 SQ FT = 300 SQ FT.

SOFTBALL AREA
(INCLUDING DUGOUTS) 60

TOTAL OCCUPANCY LOAD = 60 PEOPLE
REQUIRED SAFE DISPERSAL AREA:  60 X 5 SQ FT = 300 SQ FT.

BASEBALL BLEACHERS 150
TOTAL OCCUPANCY LOAD = 150 PEOPLE
REQUIRED SAFE DISPERSAL AREA:  150 X 5 SQ FT = 750 SQ FT.

SOFTBALL BLEACHERS
150

TOTAL OCCUPANCY LOAD = 150 PEOPLE
REQUIRED SAFE DISPERSAL AREA:  150 X 5 SQ FT = 750 SQ FT.

SYMSYM DESCRIPTION

PROJECT LIMIT OF WORK

FIRE, LIFE & SAFETY LEGEND

EXISTING FIRE HYDRANT

FIRE/LIFE SAFETY PLAN NOTES
1. THE INTENT OF THE DRAWINGS AND SPECIFICATIONS IS TO MODIFY THE FACILITY FOR ACCESSIBILITY IN

ACCORDANCE WITH TITLE 24, CALIFORNIA CODE OF REGULATIONS.  SHOULD ANY CONDITIONS DEVELOP THAT
ARE NOT COVERED BY THE CONTRACT DOCUMENTS SUCH THAT THE FINISHED WORK WILL NOT COMPLY WITH
TITLE 24, A CONSTRUCTION CHANGE DIRECTIVE (CCD) DETAILING AND SPECIFYING THE WORK REQUIRED TO
BRING CONDITIONS INTO COMPLIANCE WITH TITLE 24 SHALL BE SUBMITTED TO AND APPROVED BY DSA BEFORE
PROCEEDING WITH THE WORK.

NOTE: THIS DRAWING IS FOR AGENCY APPROVAL ONLY - NOT FOR CONSTRUCTION.

E

SAFE DISPERSAL AREA

OCCUPANCYAREA CALCULATIONS (PER CBC 1004.2.1)

A

PROPOSED SAFE DISPERSAL AREA

OCCUPANCY LOAD
CALCULATIONS (PER CBC 1004.5-6)

EXISTING FIRE DEPARTMENT ACCESS (02-120928)- ROUTE IS TO BE A MIN 20' WIDE BY 14'
VERTICAL CLEARANCE AND RATED 96,000LBS. VEHICLE BARRIER GATES SHALL BE PROVIDED
WITH A KNOX BOX.

GATE EXIT REQUIREMENTS
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OCCUPANCYVENUE CALCULATIONS FOR PROPOSED OCCUPANCY USE-

ASSEMBLY W/ FIXED SEATS (PER CBC 1004.2.1 & CBC
1005.3.2)
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TOTAL OCCUPANCY LOAD = 60 PEOPLE
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REQUIRED EXIT WIDTH

MIN. 32"

TOTAL REQUIRED EXIT WIDTH MIN. 32"

EXIT WIDTH PROVIDED 48" = 4'

B

C

TENNIS COURTS 30
TOTAL OCCUPANCY LOAD = 30 PEOPLE
REQUIRED SAFE DISPERSAL AREA:  30 X 5 SQ FT = 150 SQ FT.

E

D

SOFTBALL 60
TOTAL OCCUPANCY LOAD = 60 PEOPLE
REQUIRED EXIT WIDTH:  60people(.2") = 12"=1.0' MIN. 32"

LOCAL FIRE AUTHORITY REVIEW

PROPOSED FIRE HYDRANTN
D

D1.2

G10 EXISTING PEDESTRIAN GATE - 8' TALL x 4' WIDE

OCCUPANT LOAD: 16

42" TALL x 4' WIDE CHAIN LINK SWING GATE

6' TALL x 4' WIDE DOUBLE SWING GATE WITH PANIC HARDWARE

6' TALL x 12' WIDE DOUBLE SWING GATE
(WITH OR WITHOUT SLATS)

G1

G2

G3a C

D4.2

G4

G5

G6

8' TALL x 4' WIDE CHAIN LINK SWING GATE WITH TRANSOM

NOT USED

D

D4.2

G

D4.2

A

D4.2

E

D4.2
6' TALL x 20' WIDE DOUBLE SWING GATE

G7

G8

G9

6' TALL x 4' WIDE SWING GATE WITH PANIC HARDWARE
B

D4.2

8' TALL x 4' WIDE CHAIN LINK SWING GATE WITH NETTING
F

D4.2

E

D4.2
6' TALL x 24' WIDE DOUBLE SWING GATE

AREA OF ASSEMBLY: 22,256 SF
OCCUPANCY LOAD FACTOR: 30 NET

SAFE DISPERSAL ROUTE

8' TALL x 4' WIDE DOUBLE SWING GATE WITH PANIC HARDWAREG3b

*LIMITED COMBUSTIBLE NATURE OF THE STRUCTURE AND THE ADDED GATE ON FLORIN ROAD AS AN ACCEPTABLE ALTERNATIVE .

'

LOCAL FIRE AUTHORITY REVIEW

Sacramento Fire Department

King Tunson

Program Secialist 916-808-1358

ktunson@sfd.cityofsacramento.org

01/10/2024

AFS NOT REQUIRED

*

By: 

APPROVED
City of Sacramento Plan Review

FIRE DEPARTMENT

PENDING FIELD INSPECTION

Morten Myers  on Jan 03, 2024

CONSULTANT

Hydrant Map Static Residual Pitot Outlet Dia. Calc. Flow @ Flow @ 20

Number Page Pres. (PSI) Pres. (PSI) Pres. (PSI) (Inches) C1 C2 Pres. (GPM) PSI (G.P.M.)

Residual 305 QQ10 52 48

Flowed 205 QQ10 19 4.5 0.90 0.83 1967 5058

Flowed

Flowed

Flowed

8:45 AM

Mario Robinson8

DATE OF TEST:  

WTR. MAIN SIZE:  

TIME OF TEST:  

TEST CONDUCTED BY:  

G.P.M.Total Flow @ Residual

Static Pressure

Residual Pressure

11/22/2023

       for design purposes.                                                                                                                                                                 HA

  *  (STATIC   PRES. -  RESIDUAL PRES.) / (STATIC PRES.  -  20 PSI) MUST NOT BE LESS THAN 25%.  THEREFORE,

39

2000

5100

(1)  The Design Water Supply Data reflects fluctuations and future demands on the water distribution system. It is to be used

Total Flow @ 20 PSI

DATE:  10/20/2023

G.P.M.

43

WATER SUPPLY DATA SUMMARY

Coefficient

PSI

 Design (1)            

PSI  

  *  THE WATER SUPPLY TEST DATA IS NOT TO BE USED FOR THE DESIGN OF DOMESTIC WATER SYSTEMS.
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L2.1
EROSION AND SEDIMENT CONTROL PLAN - VARSITY SOFTBALL FIELD

NORTH
0' 10' 20' 40' 60'

1

EROSION AND SEDIMENT CONTROL LEGEND

STORM DRAIN INLET FILTER FOR EXISTING AND PROPOSED STORM DRAINS.  FILTER FABRIC
TO BE SECURELY ATTACHED TO DRAINAGE STRUCTURE TOP AND PERIMETER WADDLE.

SEDIMENT RETENTION FIBER ROLL

LIMIT OF WORK

CONSTRUCTION WASHOUT AREA - PROVIDE A WASHOUT BIN FOR
CONSTRUCTION WASHOUT AND REMOVE AT END OF CONSTRUCTION.

CONSTRUCTION STAGING AREA

D

L2.1

RUMBLE PLATE CONSTRUCTION ENTRY

DESCRIPTIONSYM

EROSION AND SEDIMENT CONTROL NOTES

A

L2.1

DTL REF

1. EROSION AND SEDIMENT CONTROL SHALL BE CONSTRUCTED DURING FIRST WEEK OF CONSTRUCTION.

2. EROSION AND SEDIMENT CONTROL SHALL REMAIN THROUGHOUT CONSTRUCTION AND BE REMOVED AND
DISPOSED OF DURING MAINTENANCE PERIOD.

3. EROSION AND SEDIMENT CONTROL MAY BE ADJUSTED THROUGH CONSTRUCTION WITH APPROVAL OR
AS DIRECTED BY DISTRICT'S REPRESENTATIVE.

4. CONTRACTOR SHALL SWEEP STREETS AND PARKING AREAS AFFECTED BY CONSTRUCTION WITH STREET
SWEEPER AS REQUIRED TO KEEP PAVING CLEAN OF CONSTRUCTION DEBRIS.

B

L2.1

C

L2.1

DIRECTION OF SURFACE FLOW

TEMPORARY CONSTRUCTION FENCING

NOTES:

1. INSTALL SEDIMENT RETENTION FIBER ROLLS (FIBER ROLLS / WATTLES) AS LOCATED ON PLANS AND AS REQUIRED PER THE
STATE GENERAL PERMIT FOR STORMWATER DISCHARGE.

2. FIBER ROLLS SHALL BE CONSTRUCTED LONG ENOUGH TO EXTEND ACROSS FLOW PATH OF POTENTIAL RUN-OFF AND
RUN-ON.

3. PREPARE GRADES REMOVING SURFACE DEVIATIONS, LARGE STONES OR DEBRIS THAT WILL INHIBIT CONTINUOUS CONTACT
OF THE FIBER ROLL WITH THE GRADE.

4. PRIOR TO FILTER ROLL INSTALLATION EXCAVATE A CONCAVE TRENCH 2" MIN., 4" MAX. DEEP ALONG THE PROPOSED FIBER
ROLL LOCATION.

5. INSTALL FIBER ROLLS WITH CONTINUOUS CONTACT OF THE BOTTOM OF THE EXCAVATED TRENCH.
6. STAKE ROLL ON BOTH SIDES 2' FROM OF ENDS AND AT 4' MAXIMUM SPACING WITH 2"X2"X24" STAKES.  DRIVE STAKES IN

ON ALTERNATING SIDES OF THE ROLL AND OVERLAP ABUTTING ROLL ENDS 12" MIN.
7. BACKFILLED BOTH SIDES TO WATTLE AND TAMP SOIL TO FIRM AND STABLE.
8. CONTRACTOR SHALL MAKE WEEKLY INSPECTIONS OR AS INDICATED IN STORMWATER POLLUTION PREVENTION PLAN, OR

THE STATE GENERAL PERMIT FOR STORMWATER DISCHARGE.

SEDIMENT RETENTION FIBER ROLL NTS

FLOW

2
" 

M
IN

.
4

" 
M

A
X

.

1
2

"
 M

IN
.

2"x2"x24" STAKES @
4' MAX SPACING

SEDIMENT RETENTION FIBER ROLL,
REFER TO SPECIFICATIONS.

AT SOFTSCAPE

GRAVEL BAGS TO BE
INSTALLED EVERY 8' O.C.
AT SLOPES 5:1, BAGS TO
BE INSTALLED EVERY 4'
O.C.

AT HARDSCAPE

SEDIMENT RETENTION FIBER
ROLL, REFER TO SPECIFICATIONS.

FLOW

NOTES:
CONTRACTOR TO CONFORM TO SEDIMENT RETENTION FIBER ROLL NOTES PROVIDED IN DETAIL D, THIS SHEET.

FINISH GRADE

FINISH GRADE

STORM DRAIN INLET FILTER
FOR EXISTING AND PROPOSED STORM DRAINS NTS

PROPOSED GRATE TO HAVE
FILTER FABRIC SECURELY
ATTACHED TO TOP.

CATCH BASIN / DRAIN INLET,
REFER TO DRAINAGE PLAN FOR
ADDITIONAL INFORMATION.

AT HARDSCAPE

AT SOFTSCAPE

PROPOSED GRATE TO HAVE
FILTER FABRIC SECURELY
ATTACHED TO TOP.

CATCH BASIN / DRAIN INLET,
REFER TO DRAINAGE PLAN FOR
ADDITIONAL INFORMATION.

D

-

SEDIMENT RETENTION
FIBER ROLL, TYP.

D

-

SEDIMENT RETENTION
FIBER ROLL, TYP.

GRAVEL BAGS, TYP.

2"X2"X24" STAKES, TYP.
6"MIN - 12" MAX

6"MIN - 12" MAX

SECTION C-C

TEMPORARY CONCRETE WASHOUT FACILITY

PLAN

CC

9
'-
8

" 
M

IN
.

12'-8" MIN.

1
2

" 
TY

P
.

WEDGE LOOSE STRAW
BETWEEN BALES

STRAW BALES (2 HIGH)

36" WOOD STAKES

ROCK BAGS IN
CORNERS

STAPLE AS REQUIRED

36" WOOD STAKES
(2 PER BALE)

STRAW BALES (2 HIGH)

FINISHED GRADE

GRAVEL BAGS IN CORNERS

12MM PLASTIC LINER

A
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D

M
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2
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L2.1 L2.2 L2.3

NOTES:
1. CONSTRUCTION SITE ACCESS SHALL BE

CONSTRUCTED OF CORRUGATED STEEL
"RUMBLE" PLATES WITH RIDGES FOR

VIBRATION/DUST CONTROL ON HARDSCAPE
SURFACE.

2. LENGTH OF ENTRANCE SHALL BE A MINIMUM
OF 30 FEET. WIDTH SHALL BE A MIN. OF 15' OR
GREATER IF NECESSARY TO COVER ALL
VEHICULAR INGRESS AND EGRESS. PROVIDE
AMPLE TURNING RADII.

3. CONTRACTOR SHALL UNDERLAY STEEL "RUMBLE"
PLATES AS NECESSARY TO PROTECT EXISTING
PAVING AND SPAN CURB HEIGHT.

4. THE ENTRANCE SHALL BE KEPT IN GOOD
CONDITION BY OCCASIONAL RINSING.

5. ACCESSES SHALL BE INSPECTED WEEKLY
DURING PERIODS OF HEAVY USAGE, MONTHLY
DURING NORMAL USAGE, AND AFTER EACH
RAINFALL, WITH MAINTENANCE PROVIDED AS
NECESSARY.

6. TEMPORARY ACCESS RUMBLE PLATES SHALL BE
REMOVED AT THE END OF THE PROJECT.
AFFECTED AREA SHALL BE RETURNED TO AS
WAS OR BETTER CONDITION.

1
5

'-
0

" 
M

IN
.

PLAN VIEW

SECTION VIEW - A-A

30'-0" MIN.

CONSTRUCTION SITE ENTRY

6
" 

M
IN

.

DIRECTION  OF TRAVEL

RUMBLE PLATE CONSTRUCTION ENTRY NTS

A A

EXISTING  SURFACE

CORRUGATED STEEL
PANEL

EXISTING SURFACE
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EROSION AND SEDIMENT CONTROL LEGEND

STORM DRAIN INLET FILTER FOR EXISTING AND PROPOSED STORM DRAINS.  FILTER FABRIC
TO BE SECURELY ATTACHED TO DRAINAGE STRUCTURE TOP AND PERIMETER WADDLE.

SEDIMENT RETENTION FIBER ROLL

LIMIT OF WORK

CONSTRUCTION WASHOUT AREA - PROVIDE A WASHOUT BIN FOR
CONSTRUCTION WASHOUT AND REMOVE AT END OF CONSTRUCTION.

CONSTRUCTION STAGING AREA

D

L2.1

RUMBLE PLATE CONSTRUCTION ENTRY

DESCRIPTIONSYM

EROSION AND SEDIMENT CONTROL NOTES

A
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DTL REF

1. EROSION AND SEDIMENT CONTROL SHALL BE CONSTRUCTED DURING FIRST WEEK OF CONSTRUCTION.

2. EROSION AND SEDIMENT CONTROL SHALL REMAIN THROUGHOUT CONSTRUCTION AND BE REMOVED AND
DISPOSED OF DURING MAINTENANCE PERIOD.

3. EROSION AND SEDIMENT CONTROL MAY BE ADJUSTED THROUGH CONSTRUCTION WITH APPROVAL OR
AS DIRECTED BY DISTRICT'S REPRESENTATIVE.

4. CONTRACTOR SHALL SWEEP STREETS AND PARKING AREAS AFFECTED BY CONSTRUCTION WITH STREET
SWEEPER AS REQUIRED TO KEEP PAVING CLEAN OF CONSTRUCTION DEBRIS.
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TEMPORARY CONSTRUCTION FENCING
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EROSION AND SEDIMENT CONTROL LEGEND

STORM DRAIN INLET FILTER FOR EXISTING AND PROPOSED STORM DRAINS.  FILTER FABRIC
TO BE SECURELY ATTACHED TO DRAINAGE STRUCTURE TOP AND PERIMETER WADDLE.

SEDIMENT RETENTION FIBER ROLL

LIMIT OF WORK

CONSTRUCTION WASHOUT AREA - PROVIDE A WASHOUT BIN FOR
CONSTRUCTION WASHOUT AND REMOVE AT END OF CONSTRUCTION.

CONSTRUCTION STAGING AREA

D

L2.1

RUMBLE PLATE CONSTRUCTION ENTRY

DESCRIPTIONSYM

EROSION AND SEDIMENT CONTROL NOTES

A

L2.1

DTL REF

1. EROSION AND SEDIMENT CONTROL SHALL BE CONSTRUCTED DURING FIRST WEEK OF CONSTRUCTION.

2. EROSION AND SEDIMENT CONTROL SHALL REMAIN THROUGHOUT CONSTRUCTION AND BE REMOVED AND
DISPOSED OF DURING MAINTENANCE PERIOD.

3. EROSION AND SEDIMENT CONTROL MAY BE ADJUSTED THROUGH CONSTRUCTION WITH APPROVAL OR
AS DIRECTED BY DISTRICT'S REPRESENTATIVE.

4. CONTRACTOR SHALL SWEEP STREETS AND PARKING AREAS AFFECTED BY CONSTRUCTION WITH STREET
SWEEPER AS REQUIRED TO KEEP PAVING CLEAN OF CONSTRUCTION DEBRIS.

B

L2.1

C

L2.1

DIRECTION OF SURFACE FLOW

TEMPORARY CONSTRUCTION FENCING
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1

EROSION AND SEDIMENT CONTROL LEGEND

STORM DRAIN INLET FILTER FOR EXISTING AND PROPOSED STORM DRAINS.  FILTER FABRIC
TO BE SECURELY ATTACHED TO DRAINAGE STRUCTURE TOP AND PERIMETER WADDLE.

SEDIMENT RETENTION FIBER ROLL

LIMIT OF WORK

CONSTRUCTION WASHOUT AREA - PROVIDE A WASHOUT BIN FOR
CONSTRUCTION WASHOUT AND REMOVE AT END OF CONSTRUCTION.

CONSTRUCTION STAGING AREA

D

L2.1

RUMBLE PLATE CONSTRUCTION ENTRY

DESCRIPTIONSYM

EROSION AND SEDIMENT CONTROL NOTES

A

L2.1

DTL REF

1. EROSION AND SEDIMENT CONTROL SHALL BE CONSTRUCTED DURING FIRST WEEK OF CONSTRUCTION.

2. EROSION AND SEDIMENT CONTROL SHALL REMAIN THROUGHOUT CONSTRUCTION AND BE REMOVED AND
DISPOSED OF DURING MAINTENANCE PERIOD.

3. EROSION AND SEDIMENT CONTROL MAY BE ADJUSTED THROUGH CONSTRUCTION WITH APPROVAL OR
AS DIRECTED BY DISTRICT'S REPRESENTATIVE.

4. CONTRACTOR SHALL SWEEP STREETS AND PARKING AREAS AFFECTED BY CONSTRUCTION WITH STREET
SWEEPER AS REQUIRED TO KEEP PAVING CLEAN OF CONSTRUCTION DEBRIS.

B
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DIRECTION OF SURFACE FLOW

TEMPORARY CONSTRUCTION FENCING

MATCHLINE - REFER TO L2.2
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DEMOLITION PLAN - VARSITY SOFTBALL FIELD

NORTH
0' 10' 20' 40' 60'

DEMOLISH AND REMOVE EXISTING CURB, UTILITY LINE, AND/OR FENCE,
INCLUDING POSTS, FABRIC, CURBS, EDGEBANDS AND FOOTINGS

SURFACE VEGETATION TO BE REMOVED PER SPECIFICATIONS. REFER TO
EARTHWORK SPECIFICATIONS FOR INFORMATION.

DESCRIPTIONSYM

DEMOLITION LEGEND

# KEY LEGEND CALLOUT - ITEMS TO BE DEMOLISHED AND REMOVED

KEY LEGEND CALLOUT - ITEMS TO REMAIN AND BE PROTECTED

DECOMPOSED GRANITE, INFIELD FINES, A.B. &/OR SAND TO BE REMOVED PER
SPECIFICATIONS.  REMOVE EXCESS SOIL FROM SITE & DISPOSE IN LEGAL
MANNER.  REFER TO EARTHWORK SPECIFICATIONS FOR INFORMATION.

DEMOLISH AND REMOVE EXISTING HARDSCAPE PAVING INCLUDING BASE
MATERIAL. CONTRACTOR TO DISPOSE OF IN A LEGAL MANNER.

#

DEMOLITION NOTES
1. THE CONTRACTOR SHALL PERFORM ALL CLEARING, DEMOLITION, REMOVAL OF

OBSTRUCTIONS & SITE PREPARATIONS NECESSARY FOR THE PROPER EXECUTION OF ALL
WORK CONTAINED IN THE CONTRACT DOCUMENTS.

2. CONTRACTOR SHALL VERIFY LOCATION OF ALL EXISTING UTILITIES & PROVIDE THE REQUIRED

COORDINATION FOR THEIR TEMPORARY DISCONNECTION, PROTECTION, REMOVAL AND/OR
STORAGE AS MAY BE REQUIRED DURING CONSTRUCTION.  CONTRACTOR SHALL
COORDINATE WITH THE DISTRICT TO DETERMINE WHETHER TEMPORARY SERVICES ARE
NECESSARY.

3. THE CONTRACTOR SHALL VISIT THE SITE TO DETERMINE THE EXACT EXTENT & DEPTH OF SITE
DEMOLITION REQUIRED & VERIFY COMPLIANCE WITH DRAWINGS.  THE DISTRICT SHALL BE
NOTIFIED IMMEDIATELY OF ANY DISCREPANCIES.

4. CONTRACTOR SHALL COMPLETE POT-HOLING & UTILITY LOCATIONS PRIOR TO
CONSTRUCTION COMMENCING.  THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL
EXISTING UTILITIES, STRUCTURES & SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS
OF UTILITIES, STRUCTURES & SERVICES SHOWN IN THE CONTRACT DOCUMENTS SHALL BE
DEEMED TO BE APPROXIMATIONS ONLY.  ALL DISCREPANCIES BETWEEN WHAT IS SHOWN &
THE ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE DISTRICT'S REPRESENTATIVE.  THE
CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT (USA) AT (800) 227-2600
PRIOR TO ANY DEMOLITION OR EXCAVATION.  UPON COMPLETION OF USA MARKING
OPERATIONS, CONTRACTOR SHALL RECORD ALL UTILITY MARKINGS ON A SEPARATE SET OF
DRAWINGS.  THIS SET SHALL BE KEPT ON-SITE FOR REFERENCE FOR DURATION OF
CONTRACT.  NOTIFY THE DISTRICT'S REPRESENTATIVE IMMEDIATELY SHOULD CONFLICTS
ARISE & REDIRECT WORK TO AVOID DELAY.

5. ALL EXISTING ITEMS ARE TO REMAIN UNLESS OTHERWISE NOTED.  THE CONTRACTOR SHALL
BE RESPONSIBLE FOR REPAIRING OR REPLACING, AT CONTRACTOR'S EXPENSE, ANY EXISTING
ITEM DAMAGED OR DESTROYED BY CONSTRUCTION OPERATIONS.  CONTRACTOR SHALL
ALSO BE RESPONSIBLE FOR REPAIRING OR REPLACING ANY & ALL DAMAGES TO ADJACENT
PROPERTIES.  THE DAMAGED ITEMS SHALL BE RESTORED TO AN "AS-WAS" OR BETTER
CONDITION OR REPLACED PER THE DISCRETION OF THE DISTRICT'S REPRESENTATIVE.

6. PRIOR TO ANY DEMOLITION WORK, CONTRACTOR SHALL INSTALL SELF-SUPPORTING
INTERLOCKING CHAIN-LINK TEMPORARY CONSTRUCTION FENCING TO ENCLOSE & SECURE

THE PROJECT AREA LIMIT OF WORK.  THE FENCING SHALL CONTAIN PEDESTRIAN AND/OR
VEHICULAR ACCESS GATES AS NECESSARY & SHALL BE MINIMUM 6 FEET HIGH WITH A TOP &
BOTTOM RAIL WITH KNUCKLED TOP & BOTTOM SELVAGE (NO BARBED WIRE PERMITTED).
SHALL INCLUDE  FULL HEIGHT GREEN SHADE CLOTH COVERING.  THE CONSTRUCTION
FENCING WORK SHALL BE SUBJECT TO THE DISCRETION OF THE DISTRICT'S REPRESENTATIVE.

7. PRIOR TO ANY DEMOLITION WORK, CONTRACTOR  SHALL PROTECT ALL EXISTING TREE &
PLANT MATERIAL NOT SCHEDULED FOR REMOVAL BY INSTALLING TEMPORARY 4 FOOT HIGH
"BLAZE ORANGE" CONSTRUCTION SAFETY FENCING AT THE DRIPLINE OR PERIMETER.  THE
FENCING SHALL BE SECURED WITH DRIVEN METAL STAKES.  ALL TREE PROTECTION WORK
SHALL BE SUBJECT TO THE DISCRETION OF THE DISTRICT'S REPRESENTATIVE.

8. REFER TO SPECIFICATIONS FOR ADDITIONAL CLEARING, GRUBBING, TOPSOIL STOCKPILING &
OTHER PERTINENT INFORMATION.

LIMIT OF WORK

TREE TO REMAIN AND BE PROTECTED, REFER TO SPECIFICATIONS

SAWCUT

LIMIT OF SURFACE VEGETATION REMOVAL

ITEMS TO BE DEMOLISHED

P

ITEMS TO BE PROTECTED OR RELOCATED

1

2

4

5

7

EXISTING FENCING, EDGEBAND, AND/OR CURB, INCLUDING FOOTING, TO BE
DEMOLISHED AND REMOVED.  FENCE FABRIC FROM BACKSTOP AND DUGOUTS SHALL
BE TURNED OVER TO DISTRICT.

EXISTING POST, GUARD POST AND/OR BOLLARD TO BE DEMOLISHED AND REMOVED

EXISTING FURNISHINGS TO BE DEMOLISHED AND REMOVED.

BASES AND MOUND TO BE DEMOLISHED AND REMOVED. BASES & ASSOCIATED ITEMS
SHALL BE TURNED OVER TO DISTRICT.

NOT USED

EXISTING BACKSTOP AND FOOTINGS TO BE DEMOLISHED AND REMOVED.

EXISTING BATTING CAGE, FENCING, NETTING, FOOTINGS, ELECTRICAL AND RELATED
STRUCTURES TO BE DEMOLISHED AND REMOVED.

EXISTING UTILITY BOXES TO BE DEMOLISHED AND REMOVED.

NOT USED

EXISTING LIGHT FIXTURE, POST, FOOTING, AND ASSOCIATIVE UTILITY BOX TO BE
DEMOLISHED AND REMOVED. LIGHT FIXTURES TO BE RETURNED TO DISTRICT.

EXISTING SCOREBOARD SHALL BE TURNED OVER TO DISTRICT.  BEAMS, FOOTINGS,
ELECTRICAL AND RELATED STRUCTURES TO BE DEMOLISHED AND REMOVED.

EXISTING ELECTRICAL LINES, BOXES, POLE AND EQUIPMENT TO BE DEMOLISHED &
REMOVED. REFER TO ELECTRICAL PLANS FOR MORE INFORMATION.

SURVEY MARKER TO BE DEMOLISHED AND REMOVED.

EXISTING DRAIN STRUCTURE TO BE DEMOLISHED AND REMOVED.  ALL DRAIN LINES TO
BE CUT, CAPPED AND ABANDONED IF NOT OBSTRUCTING FUTURE IMPROVEMENTS.
DRAIN LINES OBSTRUCTING FUTURE IMPROVEMENTS TO BE DEMOLISHED AND
REMOVED.

EXISTING BLEACHER TO BE REMOVED AND RETURNED TO DISTRICT FOR STORAGE.

EXISTING BUILDING TO BE DEMOLISHED AND REMOVED. CONTENTS TURNED OVER TO
DISTRICT.

EXISTING IRRIGATION POINT OF CONNECTION. EXISTING IRRIGATION BOOSTER PUMP
TO BE CAPPED AND REMOVED. CONTRACTOR SHALL BE RESPONSIBLE TO FIELD VERIFY
AND TRACE EXISTING IRRIGATION MAIN LINE ROUTE AND CONNECT TO NEW MAIN
LINE. EXISTING IRRIGATION CONTROLLER TO BE REPLACED BY NEW IRRIGATION
CONTROLLER - REFER TO IRRIGATION PLAN ON SHEET L8.2. CONTRACTOR TO FIELD
VERIFY LANDSCAPE AREAS BEING OPERATED BY THE CONTROLLER. MASTER VALVE AND
FLOW SENSOR TO BE RELOCATED AND REPLACED. FOR STATIONS LOCATED OUTSIDE
OF IMPROVEMENTS, CONTRACTOR SHALL BE RESPONSIBLE TO CONNECT VALVES TO
NEW CONTROLLER. SALVAGE AND RETURN EQUIPMENT NOT USED TO DISTRICT.

EXISTING TRUNCATED DOMES TO BE DEMOLISHED AND REMOVED. CONTRACTOR TO
SAWCUT TO NEAREST SCORE LINE OR EXPANSION JOINT. AC PAVING TO
BE SAWCUT AND REMOVED FOR FORMING OF NEW CONCRETE. REFER TO MATERIALS
PLAN FOR ADDITIONAL INFORMATION.

EXISTING GATE AND POSTS TO BE DEMOLISHED AND REMOVED AT TENNIS COURTS.
CHAIN LINK FABRIC TO BE PULLED BACK AND TIED BACK IN TO NEW POSTS FOR GATE.

NOT USED

EXISTING DRINKING FOUNTAIN TO BE DEMOLISHED AND REMOVED. NEW ACCESSIBLE
DRINKING FOUNTAIN TO REPLACE EXISTING. CONTRACTOR TO COORDINATE WITH
PLUMBER FOR TEMPORARY SHUTOFF AND REUSE OF ALL UTILITIES.

ADA RAMP, DOMES, AND OTHER ASSOCIATED ITEMS TO REMAIN AND BE PROTECTED.
ADA PARKING STALLS BE REPAINTED AND EX. SIGNAGE ADJUSTED TO FACE STALL.

EXISTING IRRIGATION VALVES, LATERAL LINES, AND ROTORS TO BE DEMOLISHED AND
REMOVED OR ABANDONED. REFER TO IRRIGATION PLAN L8.1 - L8.4 FOR MORE
INFORMATION.

3

6

8

9

10

11

12

13

15

TEMPORARY CONSTRUCTION FENCING

EXISTING TENNIS COURT SURFACING- PRIOR TO RESURFACING ALL CRACKS TO
BE REPAIRED WITH CRACK REPAIR SYSTEM. CRACKS VARY IN WIDTH & LENGTH,
CONTRACTOR SHALL VERIFY ON SITE EXTENT OF WORK. CRACK REPAIR SHALL
EXTEND TWELVE INCHES (12") BEYOND ENDS OF CRACK AT END OF EACH
IDENTIFIED CRACK. ALL CRACK REPAIRS TO BE COMPLETED IN ACCORDANCE
WITH CRACK REPAIR WRITTEN INSTRUCTIONS. REFER TO SPECIFICATIONS.

14

16

EXISTING INFIELD FINES TO REMAIN AND BE PROTECTED. INFIELD FINES TO BE
FINE GRADED (PER GRADING PLAN) AND GROOMED.

17

KEY LEGEND CALLOUT - BID ALTERNATEXX

18

19

20

21

22

23

TENNIS COURT POSTS TO REMAIN, BE PROTECTED AND PAINTED. NETS TO BE
DEMOLISHED AND REMOVED.

EXISTING FENCE, GATE, CURBS, EDGEBANDS AND/OR BOLLARD TO REMAIN AND BE
PROTECTED.

EXISTING BUILDING TO REMAIN AND BE PROTECTED.

EXISTING HARDSCAPE TO REMAIN AND BE PROTECTED.

EXISTING CATCH BASINS OR DRAIN STRUCTURES INCLUDING LINES TO REMAIN AND BE
PROTECTED.  THE OUTLET PIPES OF THESE CATCH BASINS ARE TO REMAIN AND BE
PROTECTED. CONTRACTOR TO ADJUST RIM ELEVATION TO PROPOSED FINISH GRADE
ELEVATION IF REQUIRED.

EXISTING ELECTRICAL, COMMUNICATION, AND DATA LINES AND COMPONENTS TO
REMAIN AND BE PROTECTED. REFER TO ELECTRICAL PLANS FOR INFORMATION.

EXISTING UTILITY BOX AND UTILITY LINES TO REMAIN AND BE PROTECTED.
CONTRACTOR TO RESET BOX TO MATCH PROPOSED FINISH GRADE.

EXISTING BATTING CAGE AND ITS EQUIPMENT TO REMAIN AND BE PROTECTED.

EXISTING IRRIGATION EQUIPMENT AND/OR LINES TO REMAIN AND BE PROTECTED.

HYDRANT AND/OR LINES TO REMAIN AND BE PROTECTED.

EXISTING STORAGE CONTAINERS TO BE SALVAGED AND TURNED OVER TO DISTRICT.

EXISTING SIGNS TO REMAIN AND BE PROTECTED.

EXISTING BACKSTOP BOARDS TO REMAIN AND BE PROTECTED. CONTRACTOR TO
PAINT BOARDS AND INSTALL NEW HARDWARE AS NECESSARY. COLOR TO MATCH
VARSITY BACKSTOPS.

EXISTING POST, GUARD POST AND/OR BOLLARD TO REMAIN AND BE PROTECTED.

SURVEY MARKER TO REMAIN AND BE PROTECTED.

EXISTING CONCRETE PADS TO REMAIN AND BE PROTECTED.

EXISTING WATER VALVE, BOX, BACKFLOW OR STRUCTURE TO REMAIN AND BE
PROTECTED.

EXISTING LIGHT FIXTURE, POST, ELECTRICAL COMPONENTS, AND FOOTING TO REMAIN
AND BE PROTECTED. REFER TO ELECTRICAL PLANS FOR MORE INFORMATION.

EXISTING PLACARD AND FLAGPOLE TO REMAIN AND BE PROTECTED.

EXISTING BASEBALL/ SOFTBALL BASES AND MOUNDS TO REMAIN AND BE PROTECTED.
BASES REMOVED AND STORED DURING CONSTRUCTION.

EXISTING CELL YARD AND ALL EQUIPMENT TO REMAIN AND BE PROTECTED.

EXISTING SANITARY SEWER STRUCTURES INCLUDING LINES TO REMAIN AND BE
PROTECTED. CONTRACTOR TO ADJUST RIM ELEVATION TO PROPOSED FINISH GRADE
ELEVATION IF REQUIRED.

EXISTING SCOREBOARD AND ITS STRUCTURES INCLUDING ELECTRICAL LINES AND
STRUCTURES TO REMAIN AND BE PROTECTED.

EXISTING EDGEBAND, AND/OR CURB, INCLUDING FOOTING TO REMAIN AND BE
PROTECTED.

EXISTING BASKETBALL HOOP AND POST, INCLUDING FOOTING TO REMAIN AND BE
PROTECTED.

EXISTING CONCRETE WALL, INCLUDING FOOTING TO REMAIN AND BE PROTECTED.

EXISTING GAS LINES AND STRUCTURES TO REMAIN AND BE PROTECTED.

EXISTING POST HOLES TO REMAIN AND BE PROTECTED.
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DEMOLITION PLAN - VARSITY BASEBALL FIELD

NORTH
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DEMOLISH AND REMOVE EXISTING CURB, UTILITY LINE, AND/OR FENCE,
INCLUDING POSTS, FABRIC, CURBS, EDGEBANDS AND FOOTINGS

SURFACE VEGETATION TO BE REMOVED PER SPECIFICATIONS. REFER TO
EARTHWORK SPECIFICATIONS FOR INFORMATION.

DESCRIPTIONSYM

DEMOLITION LEGEND

# KEY LEGEND CALLOUT - ITEMS TO BE DEMOLISHED AND REMOVED

KEY LEGEND CALLOUT - ITEMS TO REMAIN AND BE PROTECTED

DECOMPOSED GRANITE, INFIELD FINES, A.B. &/OR SAND TO BE REMOVED PER
SPECIFICATIONS.  REMOVE EXCESS SOIL FROM SITE & DISPOSE IN LEGAL
MANNER.  REFER TO EARTHWORK SPECIFICATIONS FOR INFORMATION.

DEMOLISH AND REMOVE EXISTING HARDSCAPE PAVING INCLUDING BASE
MATERIAL. CONTRACTOR TO DISPOSE OF IN A LEGAL MANNER.

#

DEMOLITION NOTES
1. THE CONTRACTOR SHALL PERFORM ALL CLEARING, DEMOLITION, REMOVAL OF

OBSTRUCTIONS & SITE PREPARATIONS NECESSARY FOR THE PROPER EXECUTION OF ALL
WORK CONTAINED IN THE CONTRACT DOCUMENTS.

2. CONTRACTOR SHALL VERIFY LOCATION OF ALL EXISTING UTILITIES & PROVIDE THE REQUIRED

COORDINATION FOR THEIR TEMPORARY DISCONNECTION, PROTECTION, REMOVAL AND/OR
STORAGE AS MAY BE REQUIRED DURING CONSTRUCTION.  CONTRACTOR SHALL
COORDINATE WITH THE DISTRICT TO DETERMINE WHETHER TEMPORARY SERVICES ARE
NECESSARY.

3. THE CONTRACTOR SHALL VISIT THE SITE TO DETERMINE THE EXACT EXTENT & DEPTH OF SITE
DEMOLITION REQUIRED & VERIFY COMPLIANCE WITH DRAWINGS.  THE DISTRICT SHALL BE
NOTIFIED IMMEDIATELY OF ANY DISCREPANCIES.

4. CONTRACTOR SHALL COMPLETE POT-HOLING & UTILITY LOCATIONS PRIOR TO
CONSTRUCTION COMMENCING.  THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL
EXISTING UTILITIES, STRUCTURES & SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS
OF UTILITIES, STRUCTURES & SERVICES SHOWN IN THE CONTRACT DOCUMENTS SHALL BE
DEEMED TO BE APPROXIMATIONS ONLY.  ALL DISCREPANCIES BETWEEN WHAT IS SHOWN &
THE ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE DISTRICT'S REPRESENTATIVE.  THE
CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT (USA) AT (800) 227-2600
PRIOR TO ANY DEMOLITION OR EXCAVATION.  UPON COMPLETION OF USA MARKING
OPERATIONS, CONTRACTOR SHALL RECORD ALL UTILITY MARKINGS ON A SEPARATE SET OF
DRAWINGS.  THIS SET SHALL BE KEPT ON-SITE FOR REFERENCE FOR DURATION OF
CONTRACT.  NOTIFY THE DISTRICT'S REPRESENTATIVE IMMEDIATELY SHOULD CONFLICTS
ARISE & REDIRECT WORK TO AVOID DELAY.

5. ALL EXISTING ITEMS ARE TO REMAIN UNLESS OTHERWISE NOTED.  THE CONTRACTOR SHALL
BE RESPONSIBLE FOR REPAIRING OR REPLACING, AT CONTRACTOR'S EXPENSE, ANY EXISTING
ITEM DAMAGED OR DESTROYED BY CONSTRUCTION OPERATIONS.  CONTRACTOR SHALL
ALSO BE RESPONSIBLE FOR REPAIRING OR REPLACING ANY & ALL DAMAGES TO ADJACENT
PROPERTIES.  THE DAMAGED ITEMS SHALL BE RESTORED TO AN "AS-WAS" OR BETTER
CONDITION OR REPLACED PER THE DISCRETION OF THE DISTRICT'S REPRESENTATIVE.

6. PRIOR TO ANY DEMOLITION WORK, CONTRACTOR SHALL INSTALL SELF-SUPPORTING
INTERLOCKING CHAIN-LINK TEMPORARY CONSTRUCTION FENCING TO ENCLOSE & SECURE

THE PROJECT AREA LIMIT OF WORK.  THE FENCING SHALL CONTAIN PEDESTRIAN AND/OR
VEHICULAR ACCESS GATES AS NECESSARY & SHALL BE MINIMUM 6 FEET HIGH WITH A TOP &
BOTTOM RAIL WITH KNUCKLED TOP & BOTTOM SELVAGE (NO BARBED WIRE PERMITTED).
SHALL INCLUDE  FULL HEIGHT GREEN SHADE CLOTH COVERING.  THE CONSTRUCTION
FENCING WORK SHALL BE SUBJECT TO THE DISCRETION OF THE DISTRICT'S REPRESENTATIVE.

7. PRIOR TO ANY DEMOLITION WORK, CONTRACTOR  SHALL PROTECT ALL EXISTING TREE &
PLANT MATERIAL NOT SCHEDULED FOR REMOVAL BY INSTALLING TEMPORARY 4 FOOT HIGH
"BLAZE ORANGE" CONSTRUCTION SAFETY FENCING AT THE DRIPLINE OR PERIMETER.  THE
FENCING SHALL BE SECURED WITH DRIVEN METAL STAKES.  ALL TREE PROTECTION WORK
SHALL BE SUBJECT TO THE DISCRETION OF THE DISTRICT'S REPRESENTATIVE.

8. REFER TO SPECIFICATIONS FOR ADDITIONAL CLEARING, GRUBBING, TOPSOIL STOCKPILING &
OTHER PERTINENT INFORMATION.

LIMIT OF WORK

TREE TO REMAIN AND BE PROTECTED, REFER TO SPECIFICATIONS

SAWCUT

LIMIT OF SURFACE VEGETATION REMOVAL

ITEMS TO BE DEMOLISHED

P

ITEMS TO BE PROTECTED OR RELOCATED

1

2

4

5

7

EXISTING FENCING, EDGEBAND, AND/OR CURB, INCLUDING FOOTING, TO BE
DEMOLISHED AND REMOVED.  FENCE FABRIC FROM BACKSTOP AND DUGOUTS SHALL
BE TURNED OVER TO DISTRICT.

EXISTING POST, GUARD POST AND/OR BOLLARD TO BE DEMOLISHED AND REMOVED

EXISTING FURNISHINGS TO BE DEMOLISHED AND REMOVED.

BASES AND MOUND TO BE DEMOLISHED AND REMOVED. BASES & ASSOCIATED ITEMS
SHALL BE TURNED OVER TO DISTRICT.

NOT USED

EXISTING BACKSTOP AND FOOTINGS TO BE DEMOLISHED AND REMOVED.

EXISTING BATTING CAGE, FENCING, NETTING, FOOTINGS, ELECTRICAL AND RELATED
STRUCTURES TO BE DEMOLISHED AND REMOVED.

EXISTING UTILITY BOXES TO BE DEMOLISHED AND REMOVED.

NOT USED

EXISTING LIGHT FIXTURE, POST, FOOTING, AND ASSOCIATIVE UTILITY BOX TO BE
DEMOLISHED AND REMOVED. LIGHT FIXTURES TO BE RETURNED TO DISTRICT.

EXISTING SCOREBOARD SHALL BE TURNED OVER TO DISTRICT.  BEAMS, FOOTINGS,
ELECTRICAL AND RELATED STRUCTURES TO BE DEMOLISHED AND REMOVED.

EXISTING ELECTRICAL LINES, BOXES, POLE AND EQUIPMENT TO BE DEMOLISHED &
REMOVED. REFER TO ELECTRICAL PLANS FOR MORE INFORMATION.

SURVEY MARKER TO BE DEMOLISHED AND REMOVED.

EXISTING DRAIN STRUCTURE TO BE DEMOLISHED AND REMOVED.  ALL DRAIN LINES TO
BE CUT, CAPPED AND ABANDONED IF NOT OBSTRUCTING FUTURE IMPROVEMENTS.
DRAIN LINES OBSTRUCTING FUTURE IMPROVEMENTS TO BE DEMOLISHED AND
REMOVED.

EXISTING BLEACHER TO BE REMOVED AND RETURNED TO DISTRICT FOR STORAGE.

EXISTING BUILDING TO BE DEMOLISHED AND REMOVED. CONTENTS TURNED OVER TO
DISTRICT.

EXISTING IRRIGATION POINT OF CONNECTION. EXISTING IRRIGATION BOOSTER PUMP
TO BE CAPPED AND REMOVED. CONTRACTOR SHALL BE RESPONSIBLE TO FIELD VERIFY
AND TRACE EXISTING IRRIGATION MAIN LINE ROUTE AND CONNECT TO NEW MAIN
LINE. EXISTING IRRIGATION CONTROLLER TO BE REPLACED BY NEW IRRIGATION
CONTROLLER - REFER TO IRRIGATION PLAN ON SHEET L8.2. CONTRACTOR TO FIELD
VERIFY LANDSCAPE AREAS BEING OPERATED BY THE CONTROLLER. MASTER VALVE AND
FLOW SENSOR TO BE RELOCATED AND REPLACED. FOR STATIONS LOCATED OUTSIDE
OF IMPROVEMENTS, CONTRACTOR SHALL BE RESPONSIBLE TO CONNECT VALVES TO
NEW CONTROLLER. SALVAGE AND RETURN EQUIPMENT NOT USED TO DISTRICT.

EXISTING TRUNCATED DOMES TO BE DEMOLISHED AND REMOVED. CONTRACTOR TO
SAWCUT TO NEAREST SCORE LINE OR EXPANSION JOINT. AC PAVING TO
BE SAWCUT AND REMOVED FOR FORMING OF NEW CONCRETE. REFER TO MATERIALS
PLAN FOR ADDITIONAL INFORMATION.

EXISTING GATE AND POSTS TO BE DEMOLISHED AND REMOVED AT TENNIS COURTS.
CHAIN LINK FABRIC TO BE PULLED BACK AND TIED BACK IN TO NEW POSTS FOR GATE.

NOT USED

EXISTING DRINKING FOUNTAIN TO BE DEMOLISHED AND REMOVED. NEW ACCESSIBLE
DRINKING FOUNTAIN TO REPLACE EXISTING. CONTRACTOR TO COORDINATE WITH
PLUMBER FOR TEMPORARY SHUTOFF AND REUSE OF ALL UTILITIES.

ADA RAMP, DOMES, AND OTHER ASSOCIATED ITEMS TO REMAIN AND BE PROTECTED.
ADA PARKING STALLS BE REPAINTED AND EX. SIGNAGE ADJUSTED TO FACE STALL.

EXISTING IRRIGATION VALVES, LATERAL LINES, AND ROTORS TO BE DEMOLISHED AND
REMOVED OR ABANDONED. REFER TO IRRIGATION PLAN L8.1 - L8.4 FOR MORE
INFORMATION.

3

6

8

9

10

11

12

13

15

TEMPORARY CONSTRUCTION FENCING

EXISTING TENNIS COURT SURFACING- PRIOR TO RESURFACING ALL CRACKS TO
BE REPAIRED WITH CRACK REPAIR SYSTEM. CRACKS VARY IN WIDTH & LENGTH,
CONTRACTOR SHALL VERIFY ON SITE EXTENT OF WORK. CRACK REPAIR SHALL
EXTEND TWELVE INCHES (12") BEYOND ENDS OF CRACK AT END OF EACH
IDENTIFIED CRACK. ALL CRACK REPAIRS TO BE COMPLETED IN ACCORDANCE
WITH CRACK REPAIR WRITTEN INSTRUCTIONS. REFER TO SPECIFICATIONS.

14

16

EXISTING INFIELD FINES TO REMAIN AND BE PROTECTED. INFIELD FINES TO BE
FINE GRADED (PER GRADING PLAN) AND GROOMED.

17

KEY LEGEND CALLOUT - BID ALTERNATEXX

18

19

20

21

22

23

TENNIS COURT POSTS TO REMAIN, BE PROTECTED AND PAINTED. NETS TO BE
DEMOLISHED AND REMOVED.

EXISTING FENCE, GATE, CURBS, EDGEBANDS AND/OR BOLLARD TO REMAIN AND BE
PROTECTED.

EXISTING BUILDING TO REMAIN AND BE PROTECTED.

EXISTING HARDSCAPE TO REMAIN AND BE PROTECTED.

EXISTING CATCH BASINS OR DRAIN STRUCTURES INCLUDING LINES TO REMAIN AND BE
PROTECTED.  THE OUTLET PIPES OF THESE CATCH BASINS ARE TO REMAIN AND BE
PROTECTED. CONTRACTOR TO ADJUST RIM ELEVATION TO PROPOSED FINISH GRADE
ELEVATION IF REQUIRED.

EXISTING ELECTRICAL, COMMUNICATION, AND DATA LINES AND COMPONENTS TO
REMAIN AND BE PROTECTED. REFER TO ELECTRICAL PLANS FOR INFORMATION.

EXISTING UTILITY BOX AND UTILITY LINES TO REMAIN AND BE PROTECTED.
CONTRACTOR TO RESET BOX TO MATCH PROPOSED FINISH GRADE.

EXISTING BATTING CAGE AND ITS EQUIPMENT TO REMAIN AND BE PROTECTED.

EXISTING IRRIGATION EQUIPMENT AND/OR LINES TO REMAIN AND BE PROTECTED.

HYDRANT AND/OR LINES TO REMAIN AND BE PROTECTED.

EXISTING STORAGE CONTAINERS TO BE SALVAGED AND TURNED OVER TO DISTRICT.

EXISTING SIGNS TO REMAIN AND BE PROTECTED.

EXISTING BACKSTOP BOARDS TO REMAIN AND BE PROTECTED. CONTRACTOR TO
PAINT BOARDS AND INSTALL NEW HARDWARE AS NECESSARY. COLOR TO MATCH
VARSITY BACKSTOPS.

EXISTING POST, GUARD POST AND/OR BOLLARD TO REMAIN AND BE PROTECTED.

SURVEY MARKER TO REMAIN AND BE PROTECTED.

EXISTING CONCRETE PADS TO REMAIN AND BE PROTECTED.

EXISTING WATER VALVE, BOX, BACKFLOW OR STRUCTURE TO REMAIN AND BE
PROTECTED.

EXISTING LIGHT FIXTURE, POST, ELECTRICAL COMPONENTS, AND FOOTING TO REMAIN
AND BE PROTECTED. REFER TO ELECTRICAL PLANS FOR MORE INFORMATION.

EXISTING PLACARD AND FLAGPOLE TO REMAIN AND BE PROTECTED.

EXISTING BASEBALL/ SOFTBALL BASES AND MOUNDS TO REMAIN AND BE PROTECTED.
BASES REMOVED AND STORED DURING CONSTRUCTION.

EXISTING CELL YARD AND ALL EQUIPMENT TO REMAIN AND BE PROTECTED.

EXISTING SANITARY SEWER STRUCTURES INCLUDING LINES TO REMAIN AND BE
PROTECTED. CONTRACTOR TO ADJUST RIM ELEVATION TO PROPOSED FINISH GRADE
ELEVATION IF REQUIRED.

EXISTING SCOREBOARD AND ITS STRUCTURES INCLUDING ELECTRICAL LINES AND
STRUCTURES TO REMAIN AND BE PROTECTED.

EXISTING EDGEBAND, AND/OR CURB, INCLUDING FOOTING TO REMAIN AND BE
PROTECTED.

EXISTING BASKETBALL HOOP AND POST, INCLUDING FOOTING TO REMAIN AND BE
PROTECTED.

EXISTING CONCRETE WALL, INCLUDING FOOTING TO REMAIN AND BE PROTECTED.

EXISTING GAS LINES AND STRUCTURES TO REMAIN AND BE PROTECTED.

EXISTING POST HOLES TO REMAIN AND BE PROTECTED.
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JC/RN

1"=20'-0"

L3.3
DEMOLITION PLAN - JV FIELDS AND TENNIS COURTS

NORTH
0' 10' 20' 40' 60'

DEMOLISH AND REMOVE EXISTING CURB, UTILITY LINE, AND/OR FENCE,
INCLUDING POSTS, FABRIC, CURBS, EDGEBANDS AND FOOTINGS

SURFACE VEGETATION TO BE REMOVED PER SPECIFICATIONS. REFER TO
EARTHWORK SPECIFICATIONS FOR INFORMATION.

DESCRIPTIONSYM

DEMOLITION LEGEND

# KEY LEGEND CALLOUT - ITEMS TO BE DEMOLISHED AND REMOVED

KEY LEGEND CALLOUT - ITEMS TO REMAIN AND BE PROTECTED

DECOMPOSED GRANITE, INFIELD FINES, A.B. &/OR SAND TO BE REMOVED PER
SPECIFICATIONS.  REMOVE EXCESS SOIL FROM SITE & DISPOSE IN LEGAL
MANNER.  REFER TO EARTHWORK SPECIFICATIONS FOR INFORMATION.

DEMOLISH AND REMOVE EXISTING HARDSCAPE PAVING INCLUDING BASE
MATERIAL. CONTRACTOR TO DISPOSE OF IN A LEGAL MANNER.

#

DEMOLITION NOTES
1. THE CONTRACTOR SHALL PERFORM ALL CLEARING, DEMOLITION, REMOVAL OF

OBSTRUCTIONS & SITE PREPARATIONS NECESSARY FOR THE PROPER EXECUTION OF ALL
WORK CONTAINED IN THE CONTRACT DOCUMENTS.

2. CONTRACTOR SHALL VERIFY LOCATION OF ALL EXISTING UTILITIES & PROVIDE THE REQUIRED

COORDINATION FOR THEIR TEMPORARY DISCONNECTION, PROTECTION, REMOVAL AND/OR
STORAGE AS MAY BE REQUIRED DURING CONSTRUCTION.  CONTRACTOR SHALL
COORDINATE WITH THE DISTRICT TO DETERMINE WHETHER TEMPORARY SERVICES ARE
NECESSARY.

3. THE CONTRACTOR SHALL VISIT THE SITE TO DETERMINE THE EXACT EXTENT & DEPTH OF SITE
DEMOLITION REQUIRED & VERIFY COMPLIANCE WITH DRAWINGS.  THE DISTRICT SHALL BE
NOTIFIED IMMEDIATELY OF ANY DISCREPANCIES.

4. CONTRACTOR SHALL COMPLETE POT-HOLING & UTILITY LOCATIONS PRIOR TO
CONSTRUCTION COMMENCING.  THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL
EXISTING UTILITIES, STRUCTURES & SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS
OF UTILITIES, STRUCTURES & SERVICES SHOWN IN THE CONTRACT DOCUMENTS SHALL BE
DEEMED TO BE APPROXIMATIONS ONLY.  ALL DISCREPANCIES BETWEEN WHAT IS SHOWN &
THE ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE DISTRICT'S REPRESENTATIVE.  THE
CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT (USA) AT (800) 227-2600
PRIOR TO ANY DEMOLITION OR EXCAVATION.  UPON COMPLETION OF USA MARKING
OPERATIONS, CONTRACTOR SHALL RECORD ALL UTILITY MARKINGS ON A SEPARATE SET OF
DRAWINGS.  THIS SET SHALL BE KEPT ON-SITE FOR REFERENCE FOR DURATION OF
CONTRACT.  NOTIFY THE DISTRICT'S REPRESENTATIVE IMMEDIATELY SHOULD CONFLICTS
ARISE & REDIRECT WORK TO AVOID DELAY.

5. ALL EXISTING ITEMS ARE TO REMAIN UNLESS OTHERWISE NOTED.  THE CONTRACTOR SHALL
BE RESPONSIBLE FOR REPAIRING OR REPLACING, AT CONTRACTOR'S EXPENSE, ANY EXISTING
ITEM DAMAGED OR DESTROYED BY CONSTRUCTION OPERATIONS.  CONTRACTOR SHALL
ALSO BE RESPONSIBLE FOR REPAIRING OR REPLACING ANY & ALL DAMAGES TO ADJACENT
PROPERTIES.  THE DAMAGED ITEMS SHALL BE RESTORED TO AN "AS-WAS" OR BETTER
CONDITION OR REPLACED PER THE DISCRETION OF THE DISTRICT'S REPRESENTATIVE.

6. PRIOR TO ANY DEMOLITION WORK, CONTRACTOR SHALL INSTALL SELF-SUPPORTING
INTERLOCKING CHAIN-LINK TEMPORARY CONSTRUCTION FENCING TO ENCLOSE & SECURE

THE PROJECT AREA LIMIT OF WORK.  THE FENCING SHALL CONTAIN PEDESTRIAN AND/OR
VEHICULAR ACCESS GATES AS NECESSARY & SHALL BE MINIMUM 6 FEET HIGH WITH A TOP &
BOTTOM RAIL WITH KNUCKLED TOP & BOTTOM SELVAGE (NO BARBED WIRE PERMITTED).
SHALL INCLUDE  FULL HEIGHT GREEN SHADE CLOTH COVERING.  THE CONSTRUCTION
FENCING WORK SHALL BE SUBJECT TO THE DISCRETION OF THE DISTRICT'S REPRESENTATIVE.

7. PRIOR TO ANY DEMOLITION WORK, CONTRACTOR  SHALL PROTECT ALL EXISTING TREE &
PLANT MATERIAL NOT SCHEDULED FOR REMOVAL BY INSTALLING TEMPORARY 4 FOOT HIGH
"BLAZE ORANGE" CONSTRUCTION SAFETY FENCING AT THE DRIPLINE OR PERIMETER.  THE
FENCING SHALL BE SECURED WITH DRIVEN METAL STAKES.  ALL TREE PROTECTION WORK
SHALL BE SUBJECT TO THE DISCRETION OF THE DISTRICT'S REPRESENTATIVE.

8. REFER TO SPECIFICATIONS FOR ADDITIONAL CLEARING, GRUBBING, TOPSOIL STOCKPILING &
OTHER PERTINENT INFORMATION.

LIMIT OF WORK

TREE TO REMAIN AND BE PROTECTED, REFER TO SPECIFICATIONS

SAWCUT

LIMIT OF SURFACE VEGETATION REMOVAL

ITEMS TO BE DEMOLISHED

P

ITEMS TO BE PROTECTED OR RELOCATED

1

2

4

5

7

EXISTING FENCING, EDGEBAND, AND/OR CURB, INCLUDING FOOTING, TO BE
DEMOLISHED AND REMOVED.  FENCE FABRIC FROM BACKSTOP AND DUGOUTS SHALL
BE TURNED OVER TO DISTRICT.

EXISTING POST, GUARD POST AND/OR BOLLARD TO BE DEMOLISHED AND REMOVED

EXISTING FURNISHINGS TO BE DEMOLISHED AND REMOVED.

BASES AND MOUND TO BE DEMOLISHED AND REMOVED. BASES & ASSOCIATED ITEMS
SHALL BE TURNED OVER TO DISTRICT.

NOT USED

EXISTING BACKSTOP AND FOOTINGS TO BE DEMOLISHED AND REMOVED.

EXISTING BATTING CAGE, FENCING, NETTING, FOOTINGS, ELECTRICAL AND RELATED
STRUCTURES TO BE DEMOLISHED AND REMOVED.

EXISTING UTILITY BOXES TO BE DEMOLISHED AND REMOVED.

NOT USED

EXISTING LIGHT FIXTURE, POST, FOOTING, AND ASSOCIATIVE UTILITY BOX TO BE
DEMOLISHED AND REMOVED. LIGHT FIXTURES TO BE RETURNED TO DISTRICT.

EXISTING SCOREBOARD SHALL BE TURNED OVER TO DISTRICT.  BEAMS, FOOTINGS,
ELECTRICAL AND RELATED STRUCTURES TO BE DEMOLISHED AND REMOVED.

EXISTING ELECTRICAL LINES, BOXES, POLE AND EQUIPMENT TO BE DEMOLISHED &
REMOVED. REFER TO ELECTRICAL PLANS FOR MORE INFORMATION.

SURVEY MARKER TO BE DEMOLISHED AND REMOVED.

EXISTING DRAIN STRUCTURE TO BE DEMOLISHED AND REMOVED.  ALL DRAIN LINES TO
BE CUT, CAPPED AND ABANDONED IF NOT OBSTRUCTING FUTURE IMPROVEMENTS.
DRAIN LINES OBSTRUCTING FUTURE IMPROVEMENTS TO BE DEMOLISHED AND
REMOVED.

EXISTING BLEACHER TO BE REMOVED AND RETURNED TO DISTRICT FOR STORAGE.

EXISTING BUILDING TO BE DEMOLISHED AND REMOVED. CONTENTS TURNED OVER TO
DISTRICT.

EXISTING IRRIGATION POINT OF CONNECTION. EXISTING IRRIGATION BOOSTER PUMP
TO BE CAPPED AND REMOVED. CONTRACTOR SHALL BE RESPONSIBLE TO FIELD VERIFY
AND TRACE EXISTING IRRIGATION MAIN LINE ROUTE AND CONNECT TO NEW MAIN
LINE. EXISTING IRRIGATION CONTROLLER TO BE REPLACED BY NEW IRRIGATION
CONTROLLER - REFER TO IRRIGATION PLAN ON SHEET L8.2. CONTRACTOR TO FIELD
VERIFY LANDSCAPE AREAS BEING OPERATED BY THE CONTROLLER. MASTER VALVE AND
FLOW SENSOR TO BE RELOCATED AND REPLACED. FOR STATIONS LOCATED OUTSIDE
OF IMPROVEMENTS, CONTRACTOR SHALL BE RESPONSIBLE TO CONNECT VALVES TO
NEW CONTROLLER. SALVAGE AND RETURN EQUIPMENT NOT USED TO DISTRICT.

EXISTING TRUNCATED DOMES TO BE DEMOLISHED AND REMOVED. CONTRACTOR TO
SAWCUT TO NEAREST SCORE LINE OR EXPANSION JOINT. AC PAVING TO
BE SAWCUT AND REMOVED FOR FORMING OF NEW CONCRETE. REFER TO MATERIALS
PLAN FOR ADDITIONAL INFORMATION.

EXISTING GATE AND POSTS TO BE DEMOLISHED AND REMOVED AT TENNIS COURTS.
CHAIN LINK FABRIC TO BE PULLED BACK AND TIED BACK IN TO NEW POSTS FOR GATE.

NOT USED

EXISTING DRINKING FOUNTAIN TO BE DEMOLISHED AND REMOVED. NEW ACCESSIBLE
DRINKING FOUNTAIN TO REPLACE EXISTING. CONTRACTOR TO COORDINATE WITH
PLUMBER FOR TEMPORARY SHUTOFF AND REUSE OF ALL UTILITIES.

ADA RAMP, DOMES, AND OTHER ASSOCIATED ITEMS TO REMAIN AND BE PROTECTED.
ADA PARKING STALLS BE REPAINTED AND EX. SIGNAGE ADJUSTED TO FACE STALL.

EXISTING IRRIGATION VALVES, LATERAL LINES, AND ROTORS TO BE DEMOLISHED AND
REMOVED OR ABANDONED. REFER TO IRRIGATION PLAN L8.1 - L8.4 FOR MORE
INFORMATION.

3

6

8

9

10

11

12

13

15

TEMPORARY CONSTRUCTION FENCING

EXISTING TENNIS COURT SURFACING- PRIOR TO RESURFACING ALL CRACKS TO
BE REPAIRED WITH CRACK REPAIR SYSTEM. CRACKS VARY IN WIDTH & LENGTH,
CONTRACTOR SHALL VERIFY ON SITE EXTENT OF WORK. CRACK REPAIR SHALL
EXTEND TWELVE INCHES (12") BEYOND ENDS OF CRACK AT END OF EACH
IDENTIFIED CRACK. ALL CRACK REPAIRS TO BE COMPLETED IN ACCORDANCE
WITH CRACK REPAIR WRITTEN INSTRUCTIONS. REFER TO SPECIFICATIONS.

14

16

EXISTING INFIELD FINES TO REMAIN AND BE PROTECTED. INFIELD FINES TO BE
FINE GRADED (PER GRADING PLAN) AND GROOMED.

17

KEY LEGEND CALLOUT - BID ALTERNATEXX

18

19

20

21

22

23

TENNIS COURT POSTS TO REMAIN, BE PROTECTED AND PAINTED. NETS TO BE
DEMOLISHED AND REMOVED.

EXISTING FENCE, GATE, CURBS, EDGEBANDS AND/OR BOLLARD TO REMAIN AND BE
PROTECTED.

EXISTING BUILDING TO REMAIN AND BE PROTECTED.

EXISTING HARDSCAPE TO REMAIN AND BE PROTECTED.

EXISTING CATCH BASINS OR DRAIN STRUCTURES INCLUDING LINES TO REMAIN AND BE
PROTECTED.  THE OUTLET PIPES OF THESE CATCH BASINS ARE TO REMAIN AND BE
PROTECTED. CONTRACTOR TO ADJUST RIM ELEVATION TO PROPOSED FINISH GRADE
ELEVATION IF REQUIRED.

EXISTING ELECTRICAL, COMMUNICATION, AND DATA LINES AND COMPONENTS TO
REMAIN AND BE PROTECTED. REFER TO ELECTRICAL PLANS FOR INFORMATION.

EXISTING UTILITY BOX AND UTILITY LINES TO REMAIN AND BE PROTECTED.
CONTRACTOR TO RESET BOX TO MATCH PROPOSED FINISH GRADE.

EXISTING BATTING CAGE AND ITS EQUIPMENT TO REMAIN AND BE PROTECTED.

EXISTING IRRIGATION EQUIPMENT AND/OR LINES TO REMAIN AND BE PROTECTED.

HYDRANT AND/OR LINES TO REMAIN AND BE PROTECTED.

EXISTING STORAGE CONTAINERS TO BE SALVAGED AND TURNED OVER TO DISTRICT.

EXISTING SIGNS TO REMAIN AND BE PROTECTED.

EXISTING BACKSTOP BOARDS TO REMAIN AND BE PROTECTED. CONTRACTOR TO
PAINT BOARDS AND INSTALL NEW HARDWARE AS NECESSARY. COLOR TO MATCH
VARSITY BACKSTOPS.

EXISTING POST, GUARD POST AND/OR BOLLARD TO REMAIN AND BE PROTECTED.

SURVEY MARKER TO REMAIN AND BE PROTECTED.

EXISTING CONCRETE PADS TO REMAIN AND BE PROTECTED.

EXISTING WATER VALVE, BOX, BACKFLOW OR STRUCTURE TO REMAIN AND BE
PROTECTED.

EXISTING LIGHT FIXTURE, POST, ELECTRICAL COMPONENTS, AND FOOTING TO REMAIN
AND BE PROTECTED. REFER TO ELECTRICAL PLANS FOR MORE INFORMATION.

EXISTING PLACARD AND FLAGPOLE TO REMAIN AND BE PROTECTED.

EXISTING BASEBALL/ SOFTBALL BASES AND MOUNDS TO REMAIN AND BE PROTECTED.
BASES REMOVED AND STORED DURING CONSTRUCTION.

EXISTING CELL YARD AND ALL EQUIPMENT TO REMAIN AND BE PROTECTED.

EXISTING SANITARY SEWER STRUCTURES INCLUDING LINES TO REMAIN AND BE
PROTECTED. CONTRACTOR TO ADJUST RIM ELEVATION TO PROPOSED FINISH GRADE
ELEVATION IF REQUIRED.

EXISTING SCOREBOARD AND ITS STRUCTURES INCLUDING ELECTRICAL LINES AND
STRUCTURES TO REMAIN AND BE PROTECTED.

EXISTING EDGEBAND, AND/OR CURB, INCLUDING FOOTING TO REMAIN AND BE
PROTECTED.

EXISTING BASKETBALL HOOP AND POST, INCLUDING FOOTING TO REMAIN AND BE
PROTECTED.

EXISTING CONCRETE WALL, INCLUDING FOOTING TO REMAIN AND BE PROTECTED.

EXISTING GAS LINES AND STRUCTURES TO REMAIN AND BE PROTECTED.

EXISTING POST HOLES TO REMAIN AND BE PROTECTED.
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L3.4
DEMOLITION PLAN - ACCESS

NORTH
0' 10' 20' 40' 60'

DEMOLISH AND REMOVE EXISTING CURB, UTILITY LINE, AND/OR FENCE,
INCLUDING POSTS, FABRIC, CURBS, EDGEBANDS AND FOOTINGS

SURFACE VEGETATION TO BE REMOVED PER SPECIFICATIONS. REFER TO
EARTHWORK SPECIFICATIONS FOR INFORMATION.

DESCRIPTIONSYM

DEMOLITION LEGEND

# KEY LEGEND CALLOUT - ITEMS TO BE DEMOLISHED AND REMOVED

KEY LEGEND CALLOUT - ITEMS TO REMAIN AND BE PROTECTED

DECOMPOSED GRANITE, INFIELD FINES, A.B. &/OR SAND TO BE REMOVED PER
SPECIFICATIONS.  REMOVE EXCESS SOIL FROM SITE & DISPOSE IN LEGAL
MANNER.  REFER TO EARTHWORK SPECIFICATIONS FOR INFORMATION.

DEMOLISH AND REMOVE EXISTING HARDSCAPE PAVING INCLUDING BASE
MATERIAL. CONTRACTOR TO DISPOSE OF IN A LEGAL MANNER.

#

DEMOLITION NOTES
1. THE CONTRACTOR SHALL PERFORM ALL CLEARING, DEMOLITION, REMOVAL OF

OBSTRUCTIONS & SITE PREPARATIONS NECESSARY FOR THE PROPER EXECUTION OF ALL
WORK CONTAINED IN THE CONTRACT DOCUMENTS.

2. CONTRACTOR SHALL VERIFY LOCATION OF ALL EXISTING UTILITIES & PROVIDE THE REQUIRED

COORDINATION FOR THEIR TEMPORARY DISCONNECTION, PROTECTION, REMOVAL AND/OR
STORAGE AS MAY BE REQUIRED DURING CONSTRUCTION.  CONTRACTOR SHALL
COORDINATE WITH THE DISTRICT TO DETERMINE WHETHER TEMPORARY SERVICES ARE
NECESSARY.

3. THE CONTRACTOR SHALL VISIT THE SITE TO DETERMINE THE EXACT EXTENT & DEPTH OF SITE
DEMOLITION REQUIRED & VERIFY COMPLIANCE WITH DRAWINGS.  THE DISTRICT SHALL BE
NOTIFIED IMMEDIATELY OF ANY DISCREPANCIES.

4. CONTRACTOR SHALL COMPLETE POT-HOLING & UTILITY LOCATIONS PRIOR TO
CONSTRUCTION COMMENCING.  THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL
EXISTING UTILITIES, STRUCTURES & SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS
OF UTILITIES, STRUCTURES & SERVICES SHOWN IN THE CONTRACT DOCUMENTS SHALL BE
DEEMED TO BE APPROXIMATIONS ONLY.  ALL DISCREPANCIES BETWEEN WHAT IS SHOWN &
THE ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE DISTRICT'S REPRESENTATIVE.  THE
CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT (USA) AT (800) 227-2600
PRIOR TO ANY DEMOLITION OR EXCAVATION.  UPON COMPLETION OF USA MARKING
OPERATIONS, CONTRACTOR SHALL RECORD ALL UTILITY MARKINGS ON A SEPARATE SET OF
DRAWINGS.  THIS SET SHALL BE KEPT ON-SITE FOR REFERENCE FOR DURATION OF
CONTRACT.  NOTIFY THE DISTRICT'S REPRESENTATIVE IMMEDIATELY SHOULD CONFLICTS
ARISE & REDIRECT WORK TO AVOID DELAY.

5. ALL EXISTING ITEMS ARE TO REMAIN UNLESS OTHERWISE NOTED.  THE CONTRACTOR SHALL
BE RESPONSIBLE FOR REPAIRING OR REPLACING, AT CONTRACTOR'S EXPENSE, ANY EXISTING
ITEM DAMAGED OR DESTROYED BY CONSTRUCTION OPERATIONS.  CONTRACTOR SHALL
ALSO BE RESPONSIBLE FOR REPAIRING OR REPLACING ANY & ALL DAMAGES TO ADJACENT
PROPERTIES.  THE DAMAGED ITEMS SHALL BE RESTORED TO AN "AS-WAS" OR BETTER
CONDITION OR REPLACED PER THE DISCRETION OF THE DISTRICT'S REPRESENTATIVE.

6. PRIOR TO ANY DEMOLITION WORK, CONTRACTOR SHALL INSTALL SELF-SUPPORTING
INTERLOCKING CHAIN-LINK TEMPORARY CONSTRUCTION FENCING TO ENCLOSE & SECURE

THE PROJECT AREA LIMIT OF WORK.  THE FENCING SHALL CONTAIN PEDESTRIAN AND/OR
VEHICULAR ACCESS GATES AS NECESSARY & SHALL BE MINIMUM 6 FEET HIGH WITH A TOP &
BOTTOM RAIL WITH KNUCKLED TOP & BOTTOM SELVAGE (NO BARBED WIRE PERMITTED).
SHALL INCLUDE  FULL HEIGHT GREEN SHADE CLOTH COVERING.  THE CONSTRUCTION
FENCING WORK SHALL BE SUBJECT TO THE DISCRETION OF THE DISTRICT'S REPRESENTATIVE.

7. PRIOR TO ANY DEMOLITION WORK, CONTRACTOR  SHALL PROTECT ALL EXISTING TREE &
PLANT MATERIAL NOT SCHEDULED FOR REMOVAL BY INSTALLING TEMPORARY 4 FOOT HIGH
"BLAZE ORANGE" CONSTRUCTION SAFETY FENCING AT THE DRIPLINE OR PERIMETER.  THE
FENCING SHALL BE SECURED WITH DRIVEN METAL STAKES.  ALL TREE PROTECTION WORK
SHALL BE SUBJECT TO THE DISCRETION OF THE DISTRICT'S REPRESENTATIVE.

8. REFER TO SPECIFICATIONS FOR ADDITIONAL CLEARING, GRUBBING, TOPSOIL STOCKPILING &
OTHER PERTINENT INFORMATION.

LIMIT OF WORK

TREE TO REMAIN AND BE PROTECTED, REFER TO SPECIFICATIONS

SAWCUT

LIMIT OF SURFACE VEGETATION REMOVAL

ITEMS TO BE DEMOLISHED

P

ITEMS TO BE PROTECTED OR RELOCATED

1

2

4

5

7

EXISTING FENCING, EDGEBAND, AND/OR CURB, INCLUDING FOOTING, TO BE
DEMOLISHED AND REMOVED.  FENCE FABRIC FROM BACKSTOP AND DUGOUTS SHALL
BE TURNED OVER TO DISTRICT.

EXISTING POST, GUARD POST AND/OR BOLLARD TO BE DEMOLISHED AND REMOVED

EXISTING FURNISHINGS TO BE DEMOLISHED AND REMOVED.

BASES AND MOUND TO BE DEMOLISHED AND REMOVED. BASES & ASSOCIATED ITEMS
SHALL BE TURNED OVER TO DISTRICT.

NOT USED

EXISTING BACKSTOP AND FOOTINGS TO BE DEMOLISHED AND REMOVED.

EXISTING BATTING CAGE, FENCING, NETTING, FOOTINGS, ELECTRICAL AND RELATED
STRUCTURES TO BE DEMOLISHED AND REMOVED.

EXISTING UTILITY BOXES TO BE DEMOLISHED AND REMOVED.

NOT USED

EXISTING LIGHT FIXTURE, POST, FOOTING, AND ASSOCIATIVE UTILITY BOX TO BE
DEMOLISHED AND REMOVED. LIGHT FIXTURES TO BE RETURNED TO DISTRICT.

EXISTING SCOREBOARD SHALL BE TURNED OVER TO DISTRICT.  BEAMS, FOOTINGS,
ELECTRICAL AND RELATED STRUCTURES TO BE DEMOLISHED AND REMOVED.

EXISTING ELECTRICAL LINES, BOXES, POLE AND EQUIPMENT TO BE DEMOLISHED &
REMOVED. REFER TO ELECTRICAL PLANS FOR MORE INFORMATION.

SURVEY MARKER TO BE DEMOLISHED AND REMOVED.

EXISTING DRAIN STRUCTURE TO BE DEMOLISHED AND REMOVED.  ALL DRAIN LINES TO
BE CUT, CAPPED AND ABANDONED IF NOT OBSTRUCTING FUTURE IMPROVEMENTS.
DRAIN LINES OBSTRUCTING FUTURE IMPROVEMENTS TO BE DEMOLISHED AND
REMOVED.

EXISTING BLEACHER TO BE REMOVED AND RETURNED TO DISTRICT FOR STORAGE.

EXISTING BUILDING TO BE DEMOLISHED AND REMOVED. CONTENTS TURNED OVER TO
DISTRICT.

EXISTING IRRIGATION POINT OF CONNECTION. EXISTING IRRIGATION BOOSTER PUMP
TO BE CAPPED AND REMOVED. CONTRACTOR SHALL BE RESPONSIBLE TO FIELD VERIFY
AND TRACE EXISTING IRRIGATION MAIN LINE ROUTE AND CONNECT TO NEW MAIN
LINE. EXISTING IRRIGATION CONTROLLER TO BE REPLACED BY NEW IRRIGATION
CONTROLLER - REFER TO IRRIGATION PLAN ON SHEET L8.2. CONTRACTOR TO FIELD
VERIFY LANDSCAPE AREAS BEING OPERATED BY THE CONTROLLER. MASTER VALVE AND
FLOW SENSOR TO BE RELOCATED AND REPLACED. FOR STATIONS LOCATED OUTSIDE
OF IMPROVEMENTS, CONTRACTOR SHALL BE RESPONSIBLE TO CONNECT VALVES TO
NEW CONTROLLER. SALVAGE AND RETURN EQUIPMENT NOT USED TO DISTRICT.

EXISTING TRUNCATED DOMES TO BE DEMOLISHED AND REMOVED. CONTRACTOR TO
SAWCUT TO NEAREST SCORE LINE OR EXPANSION JOINT. AC PAVING TO
BE SAWCUT AND REMOVED FOR FORMING OF NEW CONCRETE. REFER TO MATERIALS
PLAN FOR ADDITIONAL INFORMATION.

EXISTING GATE AND POSTS TO BE DEMOLISHED AND REMOVED AT TENNIS COURTS.
CHAIN LINK FABRIC TO BE PULLED BACK AND TIED BACK IN TO NEW POSTS FOR GATE.

NOT USED

EXISTING DRINKING FOUNTAIN TO BE DEMOLISHED AND REMOVED. NEW ACCESSIBLE
DRINKING FOUNTAIN TO REPLACE EXISTING. CONTRACTOR TO COORDINATE WITH
PLUMBER FOR TEMPORARY SHUTOFF AND REUSE OF ALL UTILITIES.

ADA RAMP, DOMES, AND OTHER ASSOCIATED ITEMS TO REMAIN AND BE PROTECTED.
ADA PARKING STALLS BE REPAINTED AND EX. SIGNAGE ADJUSTED TO FACE STALL.

EXISTING IRRIGATION VALVES, LATERAL LINES, AND ROTORS TO BE DEMOLISHED AND
REMOVED OR ABANDONED. REFER TO IRRIGATION PLAN L8.1 - L8.4 FOR MORE
INFORMATION.

3

6

8

9

10

11

12

13

15

TEMPORARY CONSTRUCTION FENCING

EXISTING TENNIS COURT SURFACING- PRIOR TO RESURFACING ALL CRACKS TO
BE REPAIRED WITH CRACK REPAIR SYSTEM. CRACKS VARY IN WIDTH & LENGTH,
CONTRACTOR SHALL VERIFY ON SITE EXTENT OF WORK. CRACK REPAIR SHALL
EXTEND TWELVE INCHES (12") BEYOND ENDS OF CRACK AT END OF EACH
IDENTIFIED CRACK. ALL CRACK REPAIRS TO BE COMPLETED IN ACCORDANCE
WITH CRACK REPAIR WRITTEN INSTRUCTIONS. REFER TO SPECIFICATIONS.

14

16

EXISTING INFIELD FINES TO REMAIN AND BE PROTECTED. INFIELD FINES TO BE
FINE GRADED (PER GRADING PLAN) AND GROOMED.

17

KEY LEGEND CALLOUT - BID ALTERNATEXX

18

19

20

21

22

23

TENNIS COURT POSTS TO REMAIN, BE PROTECTED AND PAINTED. NETS TO BE
DEMOLISHED AND REMOVED.

EXISTING FENCE, GATE, CURBS, EDGEBANDS AND/OR BOLLARD TO REMAIN AND BE
PROTECTED.

EXISTING BUILDING TO REMAIN AND BE PROTECTED.

EXISTING HARDSCAPE TO REMAIN AND BE PROTECTED.

EXISTING CATCH BASINS OR DRAIN STRUCTURES INCLUDING LINES TO REMAIN AND BE
PROTECTED.  THE OUTLET PIPES OF THESE CATCH BASINS ARE TO REMAIN AND BE
PROTECTED. CONTRACTOR TO ADJUST RIM ELEVATION TO PROPOSED FINISH GRADE
ELEVATION IF REQUIRED.

EXISTING ELECTRICAL, COMMUNICATION, AND DATA LINES AND COMPONENTS TO
REMAIN AND BE PROTECTED. REFER TO ELECTRICAL PLANS FOR INFORMATION.

EXISTING UTILITY BOX AND UTILITY LINES TO REMAIN AND BE PROTECTED.
CONTRACTOR TO RESET BOX TO MATCH PROPOSED FINISH GRADE.

EXISTING BATTING CAGE AND ITS EQUIPMENT TO REMAIN AND BE PROTECTED.

EXISTING IRRIGATION EQUIPMENT AND/OR LINES TO REMAIN AND BE PROTECTED.

HYDRANT AND/OR LINES TO REMAIN AND BE PROTECTED.

EXISTING STORAGE CONTAINERS TO BE SALVAGED AND TURNED OVER TO DISTRICT.

EXISTING SIGNS TO REMAIN AND BE PROTECTED.

EXISTING BACKSTOP BOARDS TO REMAIN AND BE PROTECTED. CONTRACTOR TO
PAINT BOARDS AND INSTALL NEW HARDWARE AS NECESSARY. COLOR TO MATCH
VARSITY BACKSTOPS.

EXISTING POST, GUARD POST AND/OR BOLLARD TO REMAIN AND BE PROTECTED.

SURVEY MARKER TO REMAIN AND BE PROTECTED.

EXISTING CONCRETE PADS TO REMAIN AND BE PROTECTED.

EXISTING WATER VALVE, BOX, BACKFLOW OR STRUCTURE TO REMAIN AND BE
PROTECTED.

EXISTING LIGHT FIXTURE, POST, ELECTRICAL COMPONENTS, AND FOOTING TO REMAIN
AND BE PROTECTED. REFER TO ELECTRICAL PLANS FOR MORE INFORMATION.

EXISTING PLACARD AND FLAGPOLE TO REMAIN AND BE PROTECTED.

EXISTING BASEBALL/ SOFTBALL BASES AND MOUNDS TO REMAIN AND BE PROTECTED.
BASES REMOVED AND STORED DURING CONSTRUCTION.

EXISTING CELL YARD AND ALL EQUIPMENT TO REMAIN AND BE PROTECTED.

EXISTING SANITARY SEWER STRUCTURES INCLUDING LINES TO REMAIN AND BE
PROTECTED. CONTRACTOR TO ADJUST RIM ELEVATION TO PROPOSED FINISH GRADE
ELEVATION IF REQUIRED.

EXISTING SCOREBOARD AND ITS STRUCTURES INCLUDING ELECTRICAL LINES AND
STRUCTURES TO REMAIN AND BE PROTECTED.

EXISTING EDGEBAND, AND/OR CURB, INCLUDING FOOTING TO REMAIN AND BE
PROTECTED.

EXISTING BASKETBALL HOOP AND POST, INCLUDING FOOTING TO REMAIN AND BE
PROTECTED.

EXISTING CONCRETE WALL, INCLUDING FOOTING TO REMAIN AND BE PROTECTED.

EXISTING GAS LINES AND STRUCTURES TO REMAIN AND BE PROTECTED.

EXISTING POST HOLES TO REMAIN AND BE PROTECTED.
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LIMIT OF GRADING - CONFORM TO EXISTING GRADES AT THIS LINE

CROWN OF FIELD, OR RIDGE LINE

L
LOW POINT

5

1.00% SLOPE AND DIRECTION

GB

GB
GRADE BREAK

LIMIT OF WORK

1. EXISTING GRADES ARE BASED ON INFORMATION PROVIDED BY: KIER + WRIGHT.
CONTRACTOR SHALL VERIFY EXISTING GRADES FOR ACCURACY PRIOR TO THE START OF
GRADING, NOTIFY THE DISTRICT'S REPRESENTATIVE IMMEDIATELY SHOULD CONFLICTS ARISE
AND REDIRECT WORK TO AVOID DELAY.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES
AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES
AND SERVICES SHOWN IN THE CONTRACT DOCUMENTS SHALL BE DEEMED TO BE
APPROXIMATIONS ONLY.  ALL DISCREPANCIES BETWEEN WHAT IS SHOWN AND THE
ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE DISTRICT'S REPRESENTATIVE.  THE
CONTRACTOR SHALL CONTACT UNDER GROUND SERVICE ALERT (USA) AT (800) 227-2600
PRIOR TO ANY DEMOLITION OR EXCAVATION.  UPON COMPLETION OF USA MARKING
OPERATIONS, CONTRACTOR SHALL RECORD ALL UTILITY MARKINGS ON A SEPARATE SET OF
DRAWINGS.  THIS SET SHALL BE KEPT ON-SITE FOR REFERENCE FOR DURATION OF
CONTRACT.

3. PROPOSED GRADES SHALL MEET EXISTING GRADES WITH A SMOOTH AND CONTINUOUS
TRANSITION SO AS TO AVOID TRAPPING WATER.  CONTRACTOR SHALL NOTIFY DISTRICT
REPRESENTATIVE IF PUDDLING IS SUSPECTED AND REDIRECT WORK SO AS TO AVOID DELAY
WHILE AWAITING RESPONSE.

4. ALL EXISTING DRAINAGE STRUCTURES, BOXES, UTILITY VAULTS ETC. SHALL BE BROUGHT TO
FINAL FINISH GRADE PRIOR TO FINAL SURFACE TREATMENT.

GRADING LEGEND

GRADING NOTES

PROPOSED CONTOUR

EXISTING CONTOUR

EXISTING ELEVATION

CONFORM TO EXISTING GRADE

DESCRIPTIONSYM

PROPOSED FINISH GRADE ELEVATION OF SOFTSCAPE

PROPOSED FINISH SURFACE ELEVATION OF HARDSCAPE

HIGH POINT OF SWALE

LOW POINT ELEVATION

TOP OF CURB

FS 3.00

FG 3.00

HPS 3.00

LP 3.00

TC 3.50

FLOW DIRECTION IN SOFTSCAPE

CENTERLINE OF SWALE

BOTTOM OF BIORETENTION BASIN, REFER TO DRAINAGE PLANS.

TRENCH DRAIN ELEVATION
TD 3.00

RIM ELEVATION OF GRATE / LID
RIM 3.50

HIGH POINT OF PROPOSED FINISHED ELEVATION
HP 3.00
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GRADE BREAK

LIMIT OF WORK

1. EXISTING GRADES ARE BASED ON INFORMATION PROVIDED BY: KIER + WRIGHT.
CONTRACTOR SHALL VERIFY EXISTING GRADES FOR ACCURACY PRIOR TO THE START OF
GRADING, NOTIFY THE DISTRICT'S REPRESENTATIVE IMMEDIATELY SHOULD CONFLICTS ARISE
AND REDIRECT WORK TO AVOID DELAY.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES
AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES
AND SERVICES SHOWN IN THE CONTRACT DOCUMENTS SHALL BE DEEMED TO BE
APPROXIMATIONS ONLY.  ALL DISCREPANCIES BETWEEN WHAT IS SHOWN AND THE
ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE DISTRICT'S REPRESENTATIVE.  THE
CONTRACTOR SHALL CONTACT UNDER GROUND SERVICE ALERT (USA) AT (800) 227-2600
PRIOR TO ANY DEMOLITION OR EXCAVATION.  UPON COMPLETION OF USA MARKING
OPERATIONS, CONTRACTOR SHALL RECORD ALL UTILITY MARKINGS ON A SEPARATE SET OF
DRAWINGS.  THIS SET SHALL BE KEPT ON-SITE FOR REFERENCE FOR DURATION OF
CONTRACT.

3. PROPOSED GRADES SHALL MEET EXISTING GRADES WITH A SMOOTH AND CONTINUOUS
TRANSITION SO AS TO AVOID TRAPPING WATER.  CONTRACTOR SHALL NOTIFY DISTRICT
REPRESENTATIVE IF PUDDLING IS SUSPECTED AND REDIRECT WORK SO AS TO AVOID DELAY
WHILE AWAITING RESPONSE.

4. ALL EXISTING DRAINAGE STRUCTURES, BOXES, UTILITY VAULTS ETC. SHALL BE BROUGHT TO
FINAL FINISH GRADE PRIOR TO FINAL SURFACE TREATMENT.

GRADING LEGEND

GRADING NOTES

PROPOSED CONTOUR

EXISTING CONTOUR

EXISTING ELEVATION

CONFORM TO EXISTING GRADE

DESCRIPTIONSYM

PROPOSED FINISH GRADE ELEVATION OF SOFTSCAPE

PROPOSED FINISH SURFACE ELEVATION OF HARDSCAPE

HIGH POINT OF SWALE

LOW POINT ELEVATION

TOP OF CURB

FS 3.00

FG 3.00

HPS 3.00

LP 3.00

TC 3.50

FLOW DIRECTION IN SOFTSCAPE
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BOTTOM OF BIORETENTION BASIN, REFER TO DRAINAGE PLANS.
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TD 3.00

RIM ELEVATION OF GRATE / LID
RIM 3.50

HIGH POINT OF PROPOSED FINISHED ELEVATION
HP 3.00
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GB

GB
GRADE BREAK

LIMIT OF WORK

1. EXISTING GRADES ARE BASED ON INFORMATION PROVIDED BY: KIER + WRIGHT.
CONTRACTOR SHALL VERIFY EXISTING GRADES FOR ACCURACY PRIOR TO THE START OF
GRADING, NOTIFY THE DISTRICT'S REPRESENTATIVE IMMEDIATELY SHOULD CONFLICTS ARISE
AND REDIRECT WORK TO AVOID DELAY.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES
AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES
AND SERVICES SHOWN IN THE CONTRACT DOCUMENTS SHALL BE DEEMED TO BE
APPROXIMATIONS ONLY.  ALL DISCREPANCIES BETWEEN WHAT IS SHOWN AND THE
ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE DISTRICT'S REPRESENTATIVE.  THE
CONTRACTOR SHALL CONTACT UNDER GROUND SERVICE ALERT (USA) AT (800) 227-2600
PRIOR TO ANY DEMOLITION OR EXCAVATION.  UPON COMPLETION OF USA MARKING
OPERATIONS, CONTRACTOR SHALL RECORD ALL UTILITY MARKINGS ON A SEPARATE SET OF
DRAWINGS.  THIS SET SHALL BE KEPT ON-SITE FOR REFERENCE FOR DURATION OF
CONTRACT.

3. PROPOSED GRADES SHALL MEET EXISTING GRADES WITH A SMOOTH AND CONTINUOUS
TRANSITION SO AS TO AVOID TRAPPING WATER.  CONTRACTOR SHALL NOTIFY DISTRICT
REPRESENTATIVE IF PUDDLING IS SUSPECTED AND REDIRECT WORK SO AS TO AVOID DELAY
WHILE AWAITING RESPONSE.

4. ALL EXISTING DRAINAGE STRUCTURES, BOXES, UTILITY VAULTS ETC. SHALL BE BROUGHT TO
FINAL FINISH GRADE PRIOR TO FINAL SURFACE TREATMENT.
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FLOW DIRECTION IN SOFTSCAPE

CENTERLINE OF SWALE

BOTTOM OF BIORETENTION BASIN, REFER TO DRAINAGE PLANS.

TRENCH DRAIN ELEVATION
TD 3.00

RIM ELEVATION OF GRATE / LID
RIM 3.50

HIGH POINT OF PROPOSED FINISHED ELEVATION
HP 3.00

L4.1 L4.2 L4.3

M
A

TC
H

LI
N

E 
- 

R
EF

ER
 T

O
 L

4
.2

L4.4

DSA
D E P A R T M E N T  O F  G E N E R A L  S E R V I C E S

DIVISION OF THE STATE ARCHITECT
DSA
DIVISION OF THE STATE ARCHITECT
DSA
DIVISION OF THE STATE ARCHITECT
DSA
DIVISION OF THE STATE ARCHITECT

IDENTIFICATION STAMP
 DIV. OF THE STATE ARCHITECT

APP: INC:
REVIEWED FOR

SS FLS ACS

DATE:

✔ ✔ ✔

02-121752

3/19/2024



NO PARKING

6.81(E) FS

6.73(E) FS

6.54(E) FS

6.50(E) FS

1.2%

GRADING PLAN -
ACCESS

DK

1"=20'-0"

L4.4
GRADING PLAN - ACCESS

SHEET NO.

PROJ. NO.

SCALEDATE ISSUED

CHECKED BYDRAWN BY

DATE

SHEET TITLE

PROJECT NAME

PROJECT ADDRESS

REVISIONSNO.

SUBMITTAL

DATE

CONSULTANT

STAMP

JOHN F. KENNEDY
HIGH SCHOOL

BASEBALL, SOFTBALL, 
& TENNIS COURT
IMPROVEMENTS

 6715 GLORIA DRIVE
SACRAMENTO, CA 95831

50% SUBMITTAL 08/25/23

100% DSA SUBMITTAL 10/25/23

DSA BACKCHECK 01/18/24

CS/MB

01/18/2024

2304200

KEY MAP

NO PARKING

C
C

C

C
C

C

S

S
S

S

S
S

>5%
MAX.

NORTH
0' 10' 20' 40' 60'

R

LIMIT OF GRADING - CONFORM TO EXISTING GRADES AT THIS LINE

CROWN OF FIELD, OR RIDGE LINE

L
LOW POINT

5

1.00% SLOPE AND DIRECTION

GB

GB
GRADE BREAK

LIMIT OF WORK

1. EXISTING GRADES ARE BASED ON INFORMATION PROVIDED BY: KIER + WRIGHT.
CONTRACTOR SHALL VERIFY EXISTING GRADES FOR ACCURACY PRIOR TO THE START OF
GRADING, NOTIFY THE DISTRICT'S REPRESENTATIVE IMMEDIATELY SHOULD CONFLICTS ARISE
AND REDIRECT WORK TO AVOID DELAY.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES
AND SERVICES BEFORE COMMENCING WORK.  THE LOCATIONS OF UTILITIES, STRUCTURES
AND SERVICES SHOWN IN THE CONTRACT DOCUMENTS SHALL BE DEEMED TO BE
APPROXIMATIONS ONLY.  ALL DISCREPANCIES BETWEEN WHAT IS SHOWN AND THE
ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE DISTRICT'S REPRESENTATIVE.  THE
CONTRACTOR SHALL CONTACT UNDER GROUND SERVICE ALERT (USA) AT (800) 227-2600
PRIOR TO ANY DEMOLITION OR EXCAVATION.  UPON COMPLETION OF USA MARKING
OPERATIONS, CONTRACTOR SHALL RECORD ALL UTILITY MARKINGS ON A SEPARATE SET OF
DRAWINGS.  THIS SET SHALL BE KEPT ON-SITE FOR REFERENCE FOR DURATION OF
CONTRACT.

3. PROPOSED GRADES SHALL MEET EXISTING GRADES WITH A SMOOTH AND CONTINUOUS
TRANSITION SO AS TO AVOID TRAPPING WATER.  CONTRACTOR SHALL NOTIFY DISTRICT
REPRESENTATIVE IF PUDDLING IS SUSPECTED AND REDIRECT WORK SO AS TO AVOID DELAY
WHILE AWAITING RESPONSE.

4. ALL EXISTING DRAINAGE STRUCTURES, BOXES, UTILITY VAULTS ETC. SHALL BE BROUGHT TO
FINAL FINISH GRADE PRIOR TO FINAL SURFACE TREATMENT.
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FS 3.00

FG 3.00
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TC 3.50

FLOW DIRECTION IN SOFTSCAPE

CENTERLINE OF SWALE

BOTTOM OF BIORETENTION BASIN, REFER TO DRAINAGE PLANS.
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TD 3.00
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RIM 3.50

HIGH POINT OF PROPOSED FINISHED ELEVATION
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